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TIP Project No. R-2539 B

Widening of NC 55
From SR 1127 (Bayleaf Road) to
East of SR 1129 (Bennett-Tingle Road)
in Pamlico County
Federal Aid Project No. STP-55(1)
State Project No. 8.1170901

In addition to the standard Section 404 Individual Permit General Conditions, Section
401 Major Water Quality Certification Conditions, and Coastal Resources Commission
(CAMA) Permit general conditions, the following special commitments have been agreed
to by NCDOT.

COMMITMENTS DEVELOPED THROUGH PROJECT DEVELOPMENT AND DESIGN

All standard procedures and measures, including Best Management Practices for the
Protection of Surface Waters and Sedimentation, will be implemented to avoid or
minimize environmental impacts.

Roadway Design Unit, Division 2

The North Carolina Bicycling Highway Ocracoke Option designates NC 55 as a bicycle
route from US 17 to SR 1005 (Neuse Road). The paved shoulder design for this project
will accommodate the needs of bicycle traffic. In order to accommodate the needs of
bicyclists through Reelsboro, the proposed curb and gutter section of roadway will be
striped with a 3.6-meter (12-foot) center turn lane, 3.3-meter (11-foot) inside travel lanes,
and 4.5-meter (14-foot) outside travel lanes.

The proposed bicycle accommodations have been incorporated into the design for R-
2539 A. The portion of the project that extends through Reelsboro is part of R-2539 B
and will be addressed in a future R-2539 B Construction Consultation.

Hydraulics Unit, Division 2 Construction

NCDOT’s Best Management Practices include designing culverts to maintain the existing
water surface conditions during normal flow periods. The culvert alignments and inverts
will be designed to prevent interruptions to the natural stream flow. To ensure that the
project will not impede fish migration, NCDOT will follow the draft design guidelines
entitled “Stream Crossing Guidelines for Anadromous Fish Passage.” As discussed in
these guidelines, instream activities will be minimized during the spring migrating period
of March, April, and May. Where spanning structures are not practicable, NCDOT will
incorporate these guidelines into the culvert design.

Culvert designs for the project have incorporated both Best Management Practices and
Stream Crossing Guidelines. Minimization of instream activities during the spring
migrating period will be incorporated into the construction plans for the project.

Division 2 Construction
Notify PDEA and REU when construction is complete for the onsite mitigation sites at
Upper Broad Creek, Deep Run Creek, and Goose Creek.
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COMMITMENTS DEVELOPED THROUGH PERMITTING
In addition to the commitments specified in the Greensheet developed for construction of
Section A dated 5/15/03, the following special commitments apply:

Division 2 Construction, R.E.U.

CAMA Condition 9) Turbidity curtains shall be used to isolate all work areas from the
stream at Deep Run Creek and Goose Creek, including pile or casement installation,
placement of riprap, excavation or filling. The turbidity curtains shall be installed
parallel to the stream banks on each side of the stream. The turbidity curtains shall
extend past the construction limits and attach to the silt fences containing the work site.
The turbidity curtains shall not encircle a work area or extend across the streams. The
turbidity curtains are to be properly maintained and retained in the water until
construction is complete and shall be removed when turbidity within the curtains reaches
ambient levels.

401 Conditions 17 and 29. During the construction of the project, no staging of
equipment of any kind is permitted in Waters of the U.S. or protected riparian buffers.
Heavy equipment must be operated from the banks rather than in any of the stream
channels.

Division 2 Construction, Roadway Design, Structures

CAMA Condition 10) Debris resulting from demolition of the existing bridge, including
deck components, shall not enter wetlands or waters of the United States, even
temporarily.

CAMA Condition 12) The Goose Creek bridge shall be constructed utilizing top down
construction methods with driven piles or drilled shaft construction, specifically piles
shall not be jetted. Should jetting of any bridge piles become necessary, a modification
to the permit will be required.

Division 2 Construction, R.E.U., Hydraulics, O.N.E.

Stream Mitigation

401 Condition 8. All channel relocations will be constructed in a dry work area and
stabilized before stream flows are diverted. Channel relocations shall be allowed to
stabilize for an entire growing season. Vegetation used for bank stabilization shall be
limited to native woody species and should include establishment of a 30-foot wide
wooded and adjacent 20-foot wide vegetated buffer on both sides of the relocated channel
to the maximum extent possible. A transitional phase incorporating coir fiber and
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seedling establishment is allowable. Also, rip-rap may be allowed if it is necessary to
maintain the physical integrity of the stream, but the NCDOT must provide written
justification and any calculations used to determine the extent of rip-rap coverage
requested.

401 Condition 10. [Other than the original 135 feet proposed as onsite stream
mitigation,] no additional compensatory mitigation for impacts to streams shall be
required.

401 Condition 21. When design plans are completed for R-2539C, a modification to the
401 WQC and the Neuse River Riparian Buffer Certification shall be submitted with
seven copies and fees to the NC DWQ. No construction activities that impact any
wetlands, streams, surface waters, or buffers located in R-2539C shall begin until after
NCDOT receives written modifications.

Wetland Mitigation

401 Condition 14. Prior to planting any of the vegetation for the wetland restoration
sites, a planting plan shall be submitted to, and approved by, the NC DWQ. No species
except those in the approved planting plan shall be planted at the wetland restoration
sites.

CAMA Condition 14) Except as specified by conditions of this major modification, on-
site mitigation will be carried out as described in the document titled “Restoration plan
for swamp hardwood wetlands at existing bridge causeways of NC 55, Upper Broad
Creek, Deep Run, and Goose Creek in Craven and Pamlico Counties” dated December
11, 2002 and revised on January 24, 2003 and August 29, 2003.

CAMA Condition 15) The existing causeways and railroad bed sites will be graded to an
elevation sufficient to induce wetland propagation in and around the surrounding areas.
The compacted ground will then be ripped to remove the soil compaction from the old
railroad bed and for planting purposes. After ripping, the elevation of the ripped soils
will be identical to the surrounding wetland elevation.

CAMA Condition 16) The NCDOT will ensure the removal of all unsuitable existing
causeway fill material to prevent potential contamination of the adjacent water bodies.
The NCDOT will fill any void left by the removal of this unsuitable existing causeway
fill material with suitable organic substrate.

O.N.E., Division 2 Construction

CAMA Condition 17), 404 Condition a., 401 Condition 9. The final design for TIP No.
R-2539B includes 0.05 acres of impacts to non-riverine wetlands in addition to what was
authorized by the original CAMA permit for this project. Therefore, the NCDOT shall
debit 0.10 acres (0.12 acres, per 404 permit) of non-riverine wetlands credits from the
Croatan Wetland Mitigation Bank in addition to what was already required by the
original CAMA permit. Therefore, the NCDOT shall debit a total of 28.70 acres of non-
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riverine wetlands credits from the Croatan Mitigation Site for TIP No. R-2539. No work
within waters or wetlands authorized by the 404 permit shall begin until documentation
has been received by the USACE that the credits have been debited from the Bank.

CAMA Condition 19) Due to corrections made by the NCDOT to the calculation of
wetland enhancement areas on TIP Nos. R-2539A and R-2539B, and the modification to
final wetland and stream impacts based upon final design for TIP Nos. R-2539B and R-
2539C, the NCDOT shall submit to DCM, the DWQ and the USACE a table
summarizing the final wetland and stream impacts incurred by TIP No. R-2539A/B/C,
along with the final compensatory mitigation plan proposed for these impacts. This
information shall be submitted with the authorization request for TIP No. R-2539C. The
NCDOT must receive approval from DCM, DWQ and USACE on the final
compensatory mitigation plan prior to initiating construction on TIP No. R-2539C.

CAMA Condition 21) Based upon the estimates of wetland mitigation provided by the
NCDOT in the 10/22/03 memorandum, the NCDOT anticipates a surplus of 2.84 acres of
riverine wetland restoration credits and a surplus of 11.99 acres of riverine wetland
enhancement credits after TIP No. R-2539 is complete. DCM does not object to the
NCDOT’s request to bank the remaining credits as compensatory mitigation for offsite
riverine wetland impacts on future projects that are deemed appropriate by DCM.
However, in order for DCM to agree with the request, the NCDOT must revise the
document titled “Restoration Plan for Swamp Hardwood Wetlands at existing Bridge
Causeways of NC 55, Upper Broad Creek, Deep Run, and Goose Creek in Craven and
Pamlico Counties” dated December 11, 2002 and revised on January 24, 2003 and
August 29, 2003. The NCDOT must submit the revised mitigation plan to DCM for
approval, and receive approval from DCM, prior to initiating any construction on TIP
No. R-2539B. (See permit for specific plan inclusions.)

O.N.E.

CAMA Condition 18) The annual monitoring report for the Croatan Mitigation Site shall
include a debit ledger that reflects that credits for 28.70 acres of wetland restoration have
been debited for TIP Nos. R-2539A/B/C. The debit ledger shall also show the remaining
credits available at the Croatan Mitigation site.

CAMA Condition 20) In a memorandum to DCM, DWQ and USACE dated 10/22/03,
the NCDOT submitted revised onsite riverine mitigation acreages for TIP No. R-2539A
and TIP No. R-2539B. According to the NCDOT, removal of existing bridge and
railroad causeway fill material in wetlands will result in 4.23 acres of riverine wetland
restoration and 11.99 acres of riverine wetland enhancement. When DCM receives the
revised workplan drawings depicting wetland restoration and wetland enhancement areas
from the NCDOT as requested by Condition No. 2 of this permit, a final determination
will be made as to whether the revised onsite riverine mitigation acreages are appropriate.
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Roadside Environmental Unit, O.N.E

401 Condition 24. Riparian vegetation must be reestablished within the construction
limits of the project by the end of the growing season following completion of
construction.

Division 2 Construction, Design Services-Utilities, ROW-Utilities

CAMA Condition 25) Any relocation of utility lines that is not already depicted on the
attached workplan drawings, or described within the attached permit application, will
require additional authorization, either by way of a modification of this permit or by the
utility company obtaining separate authorization.

401 Condition 22. All clearing of vegetation for the purpose of relocating overhead
power lines within jurisdictional wetlands shall be performed without the use of
mechanized equipment.

PERMIT EXPIRATION DATES:
‘404 Permit expires on December 31, 2006

401 WQC expires upon expiration of 404 or CAMA
CAMA Major Development permit expires on December 31, 2006
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Restoration Plan for Swamp Hardwood Wetlands
at existing Bridge Causeways of NC 55
Upper Broad Creek, Deep Run, and Goose Creek
in Craven and Pamlico Counties

R-2539

December 11, 2002

1* Revision January 24, 2003
2"! Revision August 29, 2003

The NCDOT will perform on-site mitigation for riverine bottomland hardwood swamp at
the NC 55 overpasses of Upper Broad Creek, Deep Run, and Goose Creek in Craven and
Pamlico counties. The NCDOT will remove approximately 1.78 acres of existing bridge
causeway fill in Section A and approximately 0-88 2.45 acres in Section B in order to
lengthen the bridges and restore the underlying wetlands.

vith-undercut-material- Gav oved-during-the-construction-of | - The existing
causeways and railroad bed sites will be graded to an elevation sufficient to induce
wetland propagation in and around the surrounding areas. This elevation will be identical
to the surrounding wetland elevation. The compacted ground will then be ripped to
remove the soil compaction from the old roadbed and for planting purposes. The portions
of the site with adequate aerial clearance will be revegetated with swamp hardwood trees.
Since all species are not available every year from local nurseries, the seedling mixture
will mimic the surrounding wetland to the maximum extent possible. The final species
mix will be subject to agency review prior to planting. The species to be planted will
include an equal representation of green ash (Fraxinus pennsylvanica), bald cypress
(Taxodium distichum), yellow poplar (Liriodendron tulipifera), swamp black gum (Nyssa
biflora), and water tupelo (Nyssa aquatica). Twelve- to eighteen-inch bareroot seedlings
will be planted at a density of 680 trees per acre. We also expect natural seeding from the
adjacent swamp hardwoods. The remaining portion, with restricted overhead clearance,
will be seeded with grasses immediately following construction, in order to stabilize the
site and allowed to revegetate naturally from the local herbaceous seed source. Total on-
site riverine wetland mitigation anticipated for this project will be 2:66 4.23 acres.

After planting has been completed, an initial evaluation will be performed to verify
satisfactory planting technique and to determine initial species composition and density.
Vegetation sampling plots will be established and permanently located within the three
swamp hardwood mitigation areas.

Success criteria have been established to verify that the mitigation areas support
vegetation necessary for a jurisdictional determination and that the restored area exhibits

Revised 1/24/03, 8/29/03 1/2



wetland hydrology. Based on the success criteria listed below, an annual report
summarizing mitigation will be submitted to the regulatory agencies for their review and
acceptance.  Five years after project completion, NCDOT will schedule an agency field
meeting to determine whether the areas have attained jurisdictional wetland status.

Vegetation Monitoring

For swamp hardwood areas planted in tree species, an annual update will consist of
photographs provided during the agency monitoring report meeting and brief report on
the progress of these areas attaining wetland jurisdictional status. The vegetative
characteristics of the restoration area will then be compared to the immediately adjacent
existing wetland complex (Reference Site).

Hydrologic Monitoring

When the existing causeways were constructed, the swamp hardwood wetland systems
impacted had at least some amount of standing water throughout most of the growing
season. Therefore, it is reasonable to expect that the removal of the causeways and minor
site preparation will restore the area to wetland status. The restored hydrology of the site
will be assessed concurrently with the vegetation monitoring. The site will be evaluated
to determine if the restored area exhibits signs of wetland hydrology. The site will be
evaluated using the same criteria outlined in the 1987 Wetland Delineation Manual,
published by the United States Army Corps of Engineers, for field identification of a
jurisdictional wetland. The hydrologic characteristics of the restoration area will then be
compared to the immediately adjacent existing wetland complex (Reference Site).
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DEPARTMENT OF THE ARMY
WILMINGTON DISTRICT, CORPS OF ENGINEERS
P.O. BOX 1890
WILMINGTON. NORTH CAROLINA 28402-1890

REPLY TO
ATTENTION OF:

October 1, 2003

Regulatory Division

Action ID No. 199303531

Dr. Gregory J. Thorpe, Ph.D.

Environmental Management Director, PEDA
North Carolina Department of Transportation
1548 Mail Service Center

Raleigh, North Carolina 27699-1548

Dear Mr. Thorpe:

Reference the Department of the Army (DA) permit issued to you on May 9, 2003,
associated with the widening of approximately 14.2 miles of NC 55 from 0.7 miles east of US 17
in Bridgeton to NC 304 in Bayboro, Craven and Pamlico Counties, North Carolina (TIP R-2539,
Federal Aid Project STP-55(1), State Project No. 8.1170901). Also reference your subsequent
written request dated July 21, 2003, for a permit modification to:

1. Submit final permit drawings and relevant information for R-2539 Section B. The
final design revisions resulted in two sites differing from those submitted with the original permit
application.

Site 1, Permit Sheet 7 of 40. Because of low grade and minimal drainage potential of the
natural ground elevation at this site, NCDOT proposes to install a V-ditch with 6:1 side slopes to
drain the subgrade of the new road. The new ditch will drain 0.06 acres of non-riverine
wetlands.

Site 4, Permit Sheet 10 of 40. At this site an area of mechanized clearing in wetlands has
been changed to excavation to accommodate a drainage swale.

2. Mitigate for the additional non-riverine wetland impacts by restoring 28.72 acres of
wetlands instead of the permitted 28.60 acres.

This modification request was coordinated with the North Carolina Division of Water
Quality, and other appropriate State and Federal agencies. The coordination revealed no
objections to this modification request. Therefore, the permit is hereby modified in accordance
with the specific work activities described above and in the enclosed plans. It is understood that
all conditions of the original permit remain applicable and that the expiration date is unchanged.
In addition, the permittee will comply with the following special permit conditions:



a. The Permittee shall debit an additional .12 acres of non-riverine restoration acres from
the Croatan Wetland Mitigation Bank. No work within waters or wetlands authorized by this
permit shall begin until documentation has been received by the COE that the credits have been
debited from the Bank in accordance with the Mitigation Banking Instrument signed April 2003,
attached hereto and incorporated herein by reference. The NCDOT shall perform all activities
required of the Bank Sponsor in the “Agreement To Establish The Croatan Mitigation Bank In
Craven County, North Carolina,” including the “Final Mitigation Plan,” dated April 2002.

Any questions regarding this correspondence may be directed to Mr. Michael Bell,
NCDOT Coordinator/Regulatory Project Manager at the Washington Regulatory Field Office,
telephone (252) 975-1616, extension 26.

Sincerely,

£ Q«w«ﬂvéwﬁz, ‘

é‘;gharles R. Alexander, Jr.
Colonel, US Army
District Engineer

Copies Furnished:
Ms. Cathey Brittingham Mr. Ronald Mikulak, Chief
Division of Coastal Management Wetlands Regulatory Section - Region IV
1638 Mail Service Center Environmental Protection Agency
Raleigh, North Carolina 27699-16387 Atlanta Federal Center

100 Alabama Street, SW
Mr. John Hennessy Atlanta, Georgia 30365
NCDENR-DWQ

Wetlands Section
1621 Mail Service Center
Raleigh, North Carolina 27699-1621

National Marine Fisheries Service

Pivers Island
Beaufort, North Carolina 28516

Mr. Gary Jordan

U.S. Fish and Wildlife Service

Fish and Wildlife Enhancement

Post Office Box 33726

Raleigh, North Carolina 27636-3726



WAT, Michael . Easley, Governor @\,\/
O? 8'9 William G. Ross Jr., Secretary IX

§ OG North Carolina Department of Environment and Natural Resources

%) z Alan W. Klimek, P.E. Director

> 3 Division of Water Quality

0 < Coleen H. Sullins Dapwelliector
Divjpifl

October 27, 2003

Dr. Gregory J. Thorpe, PhD., Manager
Planning and Environmental Branch

North Carolina Department of Transportation
1548 Mail Service Center

Raleigh, North Carolina, 27699-1548

Dear Dr. Thorpe:

Re: Modification to the 401 Water Quality Certification Pursuant to Section 401 of the Federal Clean Water Act,
Widening of NC 55 from US 17 in Bridgeton to NC 304 in Bayboro in Craven and Pamlico Counties.
WQC Project No. 021232

Attached hereto is a copy of modification to Certification No. 3415 issued to The North Carolina Department of
Transportation on March 17, 2003. This certification authorizes the NCDOT to place fill in 1.87 acres of
jurisdictional wetlands, excavate 0.25 acres of jurisdictional wetlands, perform mechanized clearing in 1.51 acres of
jurisdictional wetlands, and drain 0.06 acres of jurisdictional wetlands. In addition, this certification authorizes
impacts to 295 linear feet of streams, and impacts to 0.99 acres of protected riparian buffers in Zone 1 and 0.68 acres
of protected riparian buffers in Zone 2. This certification modifies only segment B of the widening of NC 55 from
Bridgeton to Bayboro and shall be constructed pursuant to the application dated on the July 21, 2003 for the NC 55
widening from Bridgeton to Bayboro, and the subsequent addendum dated October 8, 2003. All the authorized
activities and conditions of the certification associated with the original Water Quality Certification dated March 17,
2003 and all subsequent modifications still apply except where superceded by this certification.

If we can be of further assistance, do not hesitate to contact us.

Sincerely,

D

Klimek, P.E.
Attachments

cc:  Wilmington District Corps of Engineers
Corps of Engineers Raleigh Field Office
DWQ Raleigh Regional Office
Central Files
File Copy

N. C. Division of Water Quality 1650 Mail Service Center Raleigh, NC 27699-1650 (919) 733-1786
Customer Service: 1 800 623-7748
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Modification of 401 Water Quality Certification and ADDITIONAL CONDITIONS
and Neuse River Buffer Rules

THIS CERTIFICATION is issued in conformity with the requirements of Section 401 Public Laws 92-500
and 95-217 of the United States and subject to the North Carolina Division of Water Quality (DWQ)
Regulations in 15 NCAC 2H, Section .0500, and 15 NCAC 2B .0233. This certification authorizes the
NCDOT to place fill in 1.87 acres of jurisdictional wetlands, excavate 0.25 cares of jurisdictional wetlands,
perform mechanized clearing in 1.51 acres of jurisdictional wetlands, and drain 0.06 acres of jurisdictional
wetlands. In addition, this certification authorizes impacts to 295 linear feet of streams, and impacts to 0.99
acres of protected riparian buffers in Zone 1 and 0.68 acres of protected riparian buffers in Zone 2. This
certification modifies only segment B of the widening of NC 55 from Bridgeton to Bayboro and shall be
constructed pursuant to the application dated on the July 21, 2003 for the NC 55 widening from Bridgeton to
Bayboro, and the subsequent addendum dated October 8, 2003. All the authorized activities and conditions of
the certification associated with the original Water Quality Certification dated March 17, 2003 and all
subsequent modifications still apply except where superceded by this certification. The impacts shall occur as
described below:

Wetland & Surface Water Impacts in the Neuse River Basin

Section Impacts to Wetlands (Acres) Impacts | Impacts Impacts to
to to other Buffers (Acres)
Streams | Surface
(Feet) Waters
(Acres)
Fill in Excavation | Mechaniz
Wetlands & Drainage ed Zone 1 | Zone 2
Clearing
R-2539B
(Original 401 1.88 0.24 1.52 295.2 0.03 0.59 0.32
WQO)
R-2539B
(Additional
Impacts with this -0.01 0.01 -0.01 0 0 0.40 0.36
Modification)
Total 1.87 0.25 1.51 295.2 0.03 0.99 0.68

N. C. Division of Water Quality 1650 Mail Service Center Raleigh, NC 27699-1650 (919) 733-1786
Customer Service: 1 800 623-7748
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Neuse River Riparian Buffer Impacts & Mitigation
Site Zone 1 Zone 2
(Acres) (Acres)
Site 2 0.11 0.06
Site 4 0.13 0.18
Site 5 0.11 0.07
Site 7 0.18 0.10
Site 13 0.30 0.16
Site 16 0.17 0.11
Total Additional Impacts 1.0 0.68

The application provides adequate assurance that the discharge of fill material into the waters of the Neuse and Cape
Fear River Basins in conjunction with the proposed development will not result in a violation of applicable Water
Quality Standards and discharge guidelines. Therefore, the State of North Carolina certifies that this activity will
not violate the applicable portions of Sections 301, 302, 303, 306, 307 of PL 92-500 and PL 95-217 if conducted in
accordance with the application and conditions hereinafter set forth.

This approval is only valid for the purpose and design that you submitted in your application, as described in the
Public Notice. Should your project change, you are required to notify the DWQ and submit a new application. If
the property is sold, the new owner must be given a copy of this Certification and approval letter, and is thereby
responsible for complying with all the conditions. If additional wetland impacts, or stream impacts, for this project
(now or in the future) exceed one acre or 150 linear feet, respectively, additional compensatory mitigation may be
required as described in 15A NCAC 2H .0506 (h) (6) and (7). For this approval to remain valid, you are required to
comply with all the conditions listed below. In addition, you should obtain all other federal, state or local permits
before proceeding with your project including (but not limited to) Sediment and Erosion control, Coastal
Stormwater, Non-discharge and Water Supply watershed regulations. This Certification shall expire three years
from the date of the cover letter from DWQ or on the same day as the expiration date of the corresponding Corps of
Engineers Permit, whichever is sooner.

Condition(s) of Certification:

1.) No waste, spoil, solids, or fill of any kind shall occur in wetlands, waters, or riparian areas beyond the
footprint of the impacts depicted in the application. All construction activities, including the design,
installation, operation, and maintenance of sediment and erosion control Best Management Practices, shall
be performed so that no violations of state water quality standards, statutes, or rules occur.

2.) Erosion and sediment control practices must be in full compliance with all specifications governing the
proper design, installation and operation and maintenance of such Best Management Practices:

a. The erosion and sediment control measures for the project must be designed, installed, operated, and
maintained in accordance with the most recent version of the North Carolina Sediment and Erosion
Control Planning and Design Manual.

b. The design, installation, operation, and maintenance of the sediment and erosion control measures
must be such that they equal, or exceed, the requirements specified in the most recent version of the
North Carolina Sediment and Erosion Control Manual. The devices shall be maintained on all
construction sites, borrow sites, and waste pile (spoil) projects, including contractor-owned or leased
borrow pits associated with the project.

N. C. Division of Water Quality 1650 Mail Service Center Raleigh, NC 27699-1650 (919) 733-1786
Customer Service: 1 800 623-7748
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c.  For borrow pit sites, the erosion and sediment control measures must be designed, installed, operated,
and maintained in accordance with the most recent version of the North Carolina Surface Mining
Manual.

d.  The reclamation measures and implementation must comply with the reclamation in accordance with
the requirements of the Sedimentation Pollution Control Act.

3.) During the construction of the project, DOT shall strictly adhere to the Best Management
Practices for the Protection of Surface Waters (NCDOT March 1997), specifically using all
applicable preventive and control measures during the design, construction, and maintenance of
the project. These measures shall be implemented prior to any ground disturbing activities.

4.) All sediment and erosion control measures shall not be placed in wetlands or waters to the maximum extent
practicable. If placement of sediment and erosion control devices in wetlands and waters is unavoidable,
they shall be removed and the natural grade restored after the Division of Land Resources has released the
project;

5.) If an environmental document is required, this Certification is not valid until a FONSI or ROD is issued by
the State Clearinghouse. All water quality-related conditions of the FONSI or ROD shall become
conditions of this Certification;

6.) No live or fresh concrete shall come into contact with waters of the state until the concrete has hardened;

7.) There shall be no excavation from or waste disposal into jurisdictional wetlands or waters associated with
this permit without appropriate modification of this permit. Should waste or borrow sites be located in
wetlands or stream, compensatory mitigation will be required since it is a direct impact from road
construction activities.

8.) All channel relocations will be constructed in a dry work area, and stabilized before stream flows are
diverted. Channel relocations will be completed and stabilized prior to diverting water into the new
channel. Whenever possible, channel relocations shall be allowed to stabilize for an entire growing season.
Vegetation used for bank stabilization shall be limited to native woody species, and should include
establishment of a 30 foot wide wooded and an adjacent 20 foot wide vegetated buffer on both sides of the
relocated channel to the maximum extent practical. A transitional phase incorporating coir fiber and
seedling establishment is allowable. Also, rip-rap may be allowed if it is necessary to maintain the physical
integrity of the stream, but the applicant must provide written justification and any calculations used to
determine the extent of rip-rap coverage requested.

9.) Additional compensatory mitigation for impacts to non-riverine wetlands shall be done for 0.05 acres.
Applying a replacement ration of 2:1, total mitigation for 0.12 acres of non-riverine wetlandsshall be
provided as described below:

Type of Replacement Acres of Mitigation
Mitigation Site | Acres of WL Mitigation Ratio Credited
Debited from
Site
Croatan
Mitigation Site 0.10 Restoration 1:1 0.10

N. C. Division of Water Quality 1650 Mail Service Center Raleigh, NC 27699-1650 (919) 733-1786
Customer Service: 1800 623-7748
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10.) No additional compensatory mitigation for impacts to streams shall be required.

11.) No additional compensatory mitigation is required for the additional 0.76 acres of impacts to Neuse River
Riparian Buffers. Compensatory mitigation credits shall be generated for 0.40 acres of Neuse River
Riparian Buffers planted at Site 13 from Station 134+75 to Station 137+30.

12.) Placement of culverts and other structures in waters, streams, and wetlands must be placed below the
elevation of the streambed by one foot for all culverts with a diameter greater than 48 inches, and 20
percent of the culvert diameter for culverts having a diameter less than 48 inches, to allow low flow
passage of water and aquatic life. Design and placement of culverts and other structures including
temporary erosion control measures shall not be conducted in a manner that may result in dis-equilibrium
of wetlands or stream beds or banks, adjacent to or upstream and down stream of the above structures. The
applicant is required to provide evidence that the equilibrium shall be maintained if requested in writing by
DWQ.

13.) All stormwater runoff shall be directed to sheetflow through stream buffers at nonerosive velocities, unless
approved otherwise by this certification.

14.) Prior to planting any of the vegetation for the wetland restoration sites located at Station 75+55 to Station
76+55, and Station 148+40 to Station 150+60, a planting plan shall be submitted to, and approved by, the
NC Division of Water Quality. No species except those in the approved planting plan shall be planted at
the aforementioned restoration site.

15.) For the aforementioned wetland mitigation sites located from Station 75+55 to Station 76+55, and from
Station 148+40 to Station 150+60, NCDOT shall plant 680 stems/acre of the approved planting list.
Vegetation success shall be measured by survivability over a 5-year monitoring period. Survivability will
be based on 320 stems/acre after 3 years and 260 stems after 5 years. A survey of vegetation during the
growing season shall be conducted annually over the 5-year monitoring period, and submitted to the NC
Division of Water Quality. If the surviving vegetation densities are below the required thresholds after the
5-year monitoring period, the site may still be declared successful, at the discretion, and with written
approval from, the NC Division of Water Quality.

16.) For the wetland mitigation sites located from Station 75+55 to Station 76+55, and Station 148440 to
Station 150+60, hydrologic success of the sites will be attained by restoration of a hydrologic regime that
results in inundation or saturation of the soils within 12 inches of the ground surface for at least 12.5
percent of the growing season, and inundation or saturation of the soils within 12 inches of the ground
surface within 20 percent of hydrologic monitoring gauges located in the adjacent wetland reference. The
hydrologic monitoring shall persist for a total of 5 years. In addition, after the 5-year monitoring period, if
the monitoring requirements are not met, the site may still be declared successful, at the discretion, and
with written approval from, the NC Division of Water Quality.

17.) During the construction of the project, no staging of equipment of any kind is permitted in waters of the
U.S., or protected riparian buffers.

18.) The onsite mitigation sites located at stations L 41+50 (Upper Broad Creek), L 76+25 (Deep Run Creek), L
149+40 (Goose Creek), will result in a total of 4.23 acres of riverine wetland restoration credit. In addition,
they will generate 11.99 acres of riverine wetland enhancement credit. Of the 4.23 acres of wetland
restoration, 1.39 acres were authorized for use on this project in the original Water Quality Certification
dated March 17, 2003. The remaining 2.84 acres of restoration credits, and 11.99 acres of enhancement
credits are available for use on other DOT projects located in the same 8 digit hydrologic unit as the sites.

N. C. Division of Water Quality 1650 Mail Service Center Raleigh, NC 27699-1650 (919) 733-1786
Customer Service: 1800 623-7748
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19.) The post-construction removal of any temporary bridge structures will need to return the project site to its
preconstruction contours and elevations. The revegetation of the impacted areas with appropriate native
species may also be necessary.

20.) No changes to the horizontal or vertical placement of the stormwater outfall locations, the horizontal or
vertical placement of the culverts, the horizontal or vertical placement of bridges, the horizontal or vertical
placement of grassed swales, or the horizontal or vertical placement of open ditches is permitted without
written approval from the NC Division of Water Quality 401 Wetlands Unit. In addition, no changes to the
flow spreader locations or designs, preformed scour hole locations or designs are permitted without written
approval from the NC Division of Water Quality 401 Wetlands Unit. Any request for changes to the
referenced items above will require submittal of a modification request, with seven copies, and
corresponding fees will need to be submitted to the North Carolina Division of Water Quality.

21.) When final design plans are completed for R-2539 Section C, a modification to the 401 Water Quality
Certification and the Neuse River Riparian Buffer Certification shall be submitted with seven copies and
fees to the NC Division of Water Quality. Final designs shall reflect all appropriate avoidance,
minimization, and mitigation for impacts to wetlands, streams, and other surface waters, and buffers. No
construction activities that impact any wetlands, streams, surface waters, or buffers located in R-2539
Section shall begin until after NCDOT applies for, and receives a written modification 401 Water Quality
Neuse River Riparian Buffer Certification from the NC Division of Water Quality.

22.) In accordance with commitments made in your application, all clearing of vegetation for purpose of
relocating overhead power lines within jurisdictional wetlands shall performed without the use of
mechanized equipment.

23.) All fill slopes located in jurisdictional wetlands shall be placed at slopes no flatter than 3:1.

24.) Riparian vegetation must be reestablished within the construction limits of the project by the
end of the growing season following completion of construction.

25.) Culverts that are less than 48-inch in diameter should be buried to a depth equal to or greater than 20% of
their size to allow for aquatic life passage. Culverts that are 48-inch in diameter or larger should be buried
at least 12 inches below the stream bottom to allow natural stream bottom material to become established in
the culvert following installation and to provide aquatic life passage during periods of low flow. These
measurements must be based on natural thalweg depths.

26.) The dimension, pattern and profile of the stream above and below the crossing should not be modified by
widening the stream channel or reducing the depth of the stream. Disturbed floodplains and streams should
be restored to natural geomorphic conditions.

27.) Any riprap used must not interfere with thalweg performance and aquatic life passage during low flow
conditions.

28.) Heavy equipment must be operated from the banks rather than in any of the stream channels in order to
minimize sedimentation and reduce the likelihood of introducing other pollutants into the stream.

29.) All mechanized equipment operated near surface waters must be regularly inspected and maintained to
prevent contamination of stream waters from fuels, lubricants, hydraulic fluids, or other toxic materials.

30.) The presence of equipment in the channels must be minimized. Under no circumstances must rock, sand or
other materials be dredged from the wetted stream channel under authorization of this permit, except in the
immediate vicinity of the culverts.

N. C. Division of Water Quality 1650 Mail Service Center Raleigh, NC 27699-1650 (919) 733-1786
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31.) All work shall be performed during low flow conditions.

32.) Discharging hydroseed mixtures and washing out hydroseeders and other equipment in or adjacent to
surface waters is prohibited.

33.) Upon completion of the project, the NCDOT shall complete and return the enclosed “Certificate of
Completion” form to notify NCDWQ when all work included in the 401 Certification has been completed.
The responsible party shall complete the attached form and return it to the 401/Wetlands Unit of the NC
Division of Water Quality upon completion of the project. NCDOT is strongly advised to send in
photographs upstream and downstream of each structure to document correct installation.

Violations of any condition herein set forth may result in revocation of this Certification and may result
in criminal and/or civil penalties. This Certification shall become null and void unless the above
conditions are made conditions of the Federal 404 and/or Coastal Area Management Act Permit. This
Certification shall expire upon the expiration of the 404 or CAMA permit.

If this Certification is unacceptable to you have the right to an adjudicatory hearing upon written request within sixty
(60) days following receipt of this Certification. This request must be in the form of a written petition conforming to
Chapter 150B of the North Carolina General Statutes and filed with the Office of Administrative Hearings, P.O. Box
27447, Raleigh, N.C. 27611-7447. If modifications are made to an original Certification, you have the right to an
adjudicatory hearing on the modifications upon written request within sixty (60) days following receipt of the
Certification. Unless such demands are made, this Certification shall be final and binding.

This the 27™ day of October 2003

DIVISION OF WATER QUALITY

Modification to WQC No. 3415

N. C. Division of Water Quality 1650 Mail Service Center Raleigh, NC 27699-1650 (919) 733-1786
Customer Service: 1 800 623-7748
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DWQ Project No.: County:
Applicant:
Project Name:

Date of Issuance of 401 Water Quality Certification:

Certificate of Completion

Upon completion of all work approved within the 401 Water Quality Certification or applicable Buffer Rules, and
any subsequent modifications, the applicant is required to return this certificate to the 401/Wetlands Unit, North
Carolina Division of Water Quality, 1621 Mail Service Center, Raleigh, NC, 27699-1621. This form may be
returned to DWQ by the applicant, the applicant’s authorized agent, or the project engineer. It is not necessary to
send certificates from all of these.

Applicant’s Certification

1, , hereby state that, to the best of my abilities, due care and diligence
was used in the observation of the construction such that the construction was observed to be built within substantial
compliance and intent of the 401 Water Quality Certification and Buffer Rules, the approved plans and
specifications, and other supporting materials.

Signature: Date:

Agent’s Certification

I, , hereby state that, to the best of my abilities, due care and diligence
was used in the observation of the construction such that the construction was observed to be built within substantial
compliance and intent of the 401 Water Quality Certification and Buffer Rules, the approved plans and
specifications, and other supporting materials.

Signature: Date:

Engineer’s Certification

Partial __ Final
I, , as a duly registered Professional Engineer in the State of North
Carolina, having been authorized to observe (periodically, weekly, full time) the construction of the project,for the
Permittee hereby state that, to the best of my abilities, due care and diligence was used in the observation of the
construction such that the construction was observed to be built within substantial compliance and intent of the 401
Water Quality Certification and Buffer Rules, the approved plans and specifications, and other supporting materials.

Signature Registration No.

Date

N. C. Division of Water Quality 1650 Mail Service Center Raleigh, NC 27699-1650 (919) 733-1786
Customer Service: 1800 623-7748
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October 27, 2003
DWQ No. 021232
Pamlico County

Dr. Gregory J. Thorpe, PhD., Manager
Planning and Environmental Branch

North Carolina Department of Transportation
1548 Mail Service Center

Raleigh, North Carolina, 27699-1548

Re: Pamlico County, Widening of NC 55 from Bridgeton to Bayboro,
Federal Aid Project No. STP-55(1), State Project No. 8.1170901; TIP R-2539B.
UT to Deep Creek [27-103; C NSW]

APPROVAL of NEUSE RIVER BUFFER RULES MINOR VARIANCE with ADDITIONAL CONDITIONS
Dear Dr. Thorpe,

You have our approval, in accordance with the attached conditions, to install a preformed scour in Zone 2 of protected
riparian buffers for the purpose of widening of NC 55 from Bridgeton to Bayboro. This authorization permits 3.87
square feet of impacts to protected Neuse River Riparian Buffers to install a preformed scour hole. The preformed
scour hole will result in stormwater discharging through the remainder of the buffers as diffuse flow at nonerosive
velocities. The preformed scour hole amd stormwater collection system that discharges to it shall be constructed
according to the design Detail L included in your application dated July 21, 2003 and conditions listed below. This
approval shall act as your Authorization Certificate as required within the Neuse River Area Protection Rules (15A
NCAC 2B .0233). In addition, you should get any other required federal, state or local permits before you go ahead
with your project including (but not limited to) Sediment and Erosion Control.

This approval is only valid for the purpose and design that you described in your application dated July 21, 2003. If
you change your project, you must notify us and you may be required to send us a new application. If the property is
sold, the new owner must be given a copy of this authorization and approval letter and is thereby responsible for
complying with all conditions. For this approval to be valid, you must follow the conditions listed below.

O No changes to the horizontal or vertical placement of the stormwater outfall locations, the horizontal or vertical
placement of the culverts, the horizontal or vertical placement of bridges, the horizontal or vertical placement of
grassed swales, or the horizontal or vertical placement of open ditches is permitted without written approval from
the NC Division of Water Quality 401 Wetlands Unit. In addition, no changes to the flow spreader locations or
designs, preformed scour hole locations or designs are permitted without written approval from the NC Division of
Water Quality 401 Wetlands Unit. Any request for changes to the referenced items above will require submittal of
a modification request, with seven copies, and corresponding fees will need to be submitted to the North Carolina
Division of Water Quality.

If you do not accept any of the conditions of this authorization, you may ask for an adjudicatory hearing. You must act
within 60 days of the date that you receive this letter. To ask for a hearing, send a written petition, which conforms to
Chapter 150B of the North Carolina General Statutes to the Office of Administrative Hearings, P.O. Box 27447,
Raleigh, N.C. 27611-7447. This authorization and its conditions are final and binding unless you ask for a hearing.

)
(74
NCDENR
N. C. Division of Water Quality 1650 Mail Service Center Raleigh, NC 27699-1650 (919) 733-1786
Customer Service: 1800 623-7748
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This letter completes the review of the Division of Water Quality under the “No Practical Alternatives” determination
required in 15A NCAC 2B .0233(8). If you have any questions, please contact John Hennessy at 919-733-5694.

cc: US Army Corps of Engineers Washington Field Office
DWQ Washington Regional Office
File Copy
Central Files

C:\ncdot\R-2539\wqc\021232 R-2539 Minor Variance Approval.doc

N. C. Division of Water Quality 1650 Mail Service Center Raleigh, NC 27699-1650 (919) 733-1786
Customer Service: 1 800 623-7748
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October 31, 2003

Greg Thorpe, PhD, Manager

Project Development and Environmental Analysis
N.C. Department of Transportation

1548 Mail Service Center

Raleigh, NC 27699-1548

Dear Dr. Thorpe:

The enclosed permit constitutes authorization under the Coastal Area Management Act, and where applicable, the
State Dredge and Fill Law, for you to proceed with your project proposal. The original (buff-colored form) is retained by you
and it must be available on site when the project is inspected for compliance. Please sign both the original and the copy and
return the copy to this office in the enclosed envelope. Signing the permit and proceeding means you have waived your right of
appeal described below.

If you object to the permit or any of the conditions, you may request a hearing pursuant to NCGS 113A-121.1 or 113-
229. Your petition for a hearing must be filed in accordance with NCGS Chapter 150B with the Office of Administrative
Hearings, 6714 Mail Service Center, Raleigh, NC 27611-6714, (919) 733-2698 within twenty (20) days of this decision on
your permit. You should also be aware that if another qualified party submits a valid objection to the issuance of this permit
within twenty (20) days, the matter must be resolved prior to work initiation. The Coastal Resources Commission makes the
final decision on any appeal.

The project plan is subject to those conditions appearing on the permit form. Otherwise, all work must be carried out
in accordance with your application. Modifications, time extensions, and future maintenance require additional approval.
Please read your permit carefully prior to starting work and review all project plans, as approved. If you are having the work
done by a contractor, it would be to your benefit to be sure that he fully understands all permit requirements.

From time to time, Department personnel will visit the project site. To facilitate this review, we request that you
complete and mail the enclosed Notice Card just prior to work initiation. However, if questions arise concerning permit

conditions, environmental safeguards, or problem areas, you may contact Department personnel at any time for assistance. By
working in accordance with the permit, you will be helping to protect our vitally important coastal resources.

Sincerely,
(‘uﬁ < ay&m 4 L/&cfé’ |
u

Douglas V. Huggett ‘
Major Permits and Consistency Manager

Enclosure

1638 Mail Service Center, Raleigh, North Carolina 27699-1638
Phone: 919-733-2293 \ FAX: 919-733-1495\ Internet: http://dcm2.enr.state.nc.us

An Equal Opportunity \ Affirmative Action Employer — 50% Recycled \ 10% Post Consumer Paper



Permit Class Permit Number
MODIFICATION/MAJOR 55-03
STATE OF NORTH CAROLINA
Department of Environment and Natural Resources
and
Coastal Resources Commission

Permit

X  Major Development in an Area of Environmental Concern
pursuant to NCGS 113A-118

Excavation and/or filling pursuant to NCGS 113-229

Issued to N.C. Department of Transportation, 1548 Mail Service Center, Raleigh, NC 27699-1548

Authorizing development in Craven and Pamlico County at Upper Broad Creek and Goose Creek, NC 55
Widening from Bridgeton to Bayboro , as requested in the permittee’s application dated _8/29/03. 10/22/03 and

10/29/03, including the attached workplan drawings (103): 101 rcvd 7/24/03; 1 rcvd 10/23/03; & 1 rcvd 10/29/03.

" This permit, issued on 10/31/03 , is subject to compliance with the application (where
consistent with the permit), all applicable regulations, special conditions and notes set forth below. Any violation of these
terms may be subject to fines, imprisonment or civil action; or may cause the permit to be null and void.

1) This major modification authorizes construction of Transportation Improvement Program (TIP) Number
R-2539B, from east of SR 1127 (Bayleaf Road) to east of SR 1129 (Bennett-Tingle Road) in Pamlico
County, a distance of approximately 6.2 miles, as depicted on the attached workplan drawings.

2) The following workplan drawings (6) received on 9/16/03 are not authorized by this major modification
because they depict an inaccurate calculation of wetland enhancement areas. Revised workplan
drawings depicting wetland restoration and wetland enhancement areas must be submitted to the
Division of Coastal Management (DCM), and receive approval from DCM, prior to the initiation of any
construction on TIP No. R-2539B.

e U3size workplan drawings dated 9/11/03: 9, 10, 27, 28, 31 and 31A.

(See attached sheets for Additional Conditions)

This permit action may be appealed by the permittee or Signed by the authority of the Secretary of DENR and the
other qualified persons within twenty (20) days of the issuing Chairman of the Coastal Resources Commission.
date. An appeal requires resolution prior to work initiation or
continuance as the case may be.

This permit must be accessible on-site to Department 9 /L/ M
personnel when the project is inspected for compliance. i // é/
D n’néD Moffitt, Director
/ Division of Coastal Management

Any maintenance work or project modification not covered
hereunder requires further Division approval.

All work must cease when the permit expires on This permit and its conditions are hereby accepted.
December 31, 2006

In issuing this permit, the State of North Carolina agrees @_Qm “ i
that your project is consistent with the North Carolina Coastal

Management Program. Signature of Permittee
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ADDITIONAL CONDITIONS
3) The following workplan drawings (103) are authorized by this major modification:
e Permit drawing 31 of 40, dated 5/31/01.
e Permit drawings 11, 12, 13, 14, 20 and 21 of 40, dated 5/22/02.
e Permit drawing 37A of 40 dated 12/18/02.
e Permit drawings 7-10, 16-18, 19 (1 of 2), 22-26 and 32-38 of 40, dated 4/4/03.
e Permit drawing 15 of 40 dated 10/6/03.
e Permit drawing 19 (2 of 2) of 40 dated 10/21/03.
o Buffer drawing B8 of 12, dated 12/18/02.
e Buffer drawing B9 of 12, dated 4/7/03.
e Buffer drawing B5 of 12, dated 6/24/03.
e Buffer drawings B6 and B10 of 12, dated 7/9/03.
e Buffer drawing B7 of 12 dated 10/6/03.
e Utility drawings U2-U10 of 13, dated 1/6/03.
e lasize workplan drawing 13, dated 2/6/03.
e !5 size workplan drawings 4-12, 14-27, 29-51, dated 5/22/03.
e Y5size workplan drawing 28, dated 5/23/03.
e la2size workplan drawings 2, 2A, 2B, 2C, 2D, 2E, 2F, 2G, 2H, and 2I, dated as received on 7/24/03.
4) The permittee must submit a request for, and receive, CAMA authorization prior to initiating any
construction on the remaining segment of this project (TIP No. R-2539C). Final workplan drawings for
TIP No. R-2539C, from SR 1129 to NC 304 in Bayboro, shall be submitted to DCM when they are
complete to determine appropriate permit processing requirements.

NOTE: TIP No. R-2539B will permanently impact approximately 295 linear feet of stream channel,
including 0.03 acres of fill in surface waters.

NOTE: TIP No. R-2539B will permanently impact approximately 3.69 acres of 404 jurisdictional
wetlands, including 0.85 acres of riverine wetlands and 2.84 acres of non-riverine wetlands. The
wetland impacts are due to 1.87 acres of fill, 1.59 acres of mechanized clearing, 0.25 acres of

- excavation and 0.06 acres of drainage. There will also be 0.01 acres of temporary wetland
impacts due to pilings for the temporary work bridge at Deep Run Creek and 0.39 acres of
temporary wetland impacts due to hand clearing for utility relocations.

5) If the permittee determines that additional permanent and/or temporary impacts will occur that are not

shown on the attached workplan drawings, additional authorization from DCM will be required.

6) Live concrete shall not be allowed to contact the water in or entering into Waters of the State.

7) Placement of riprap shall be limited to the areas as depicted on the attached workplan drawings. The

riprap material must be free from loose dirt or any pollutant. It must be of a size sufficient to prevent its
movement from the site by wave or current action. The riprap material must consist of clean rock or
masonry materials such as but not limited to granite or broken concrete.
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In accordance with environmental commitments made within the original cover letter for TIP No. R-
2539, dated 8/13/02, construction related impacts associated with the proposed action will be minimized
through the use of High Quality Waters erosion and sediment control measures.

Turbidity curtains shall be used to isolate all work areas from the stream at Deep Run Creek and Goose
Creek, including pile or casement installation, placement of riprap, excavation or filling. The turbidity
curtains shall be installed parallel to the stream banks on each side of the stream. The turbidity curtains
shall extend past the construction limits and attach to the silt fences containing the work site. The
turbidity curtains shall not encircle a work area or extend across the streams. The turbidity curtains are
to be properly maintained and retained in the water until construction is complete and shall be removed
when turbidity within the curtains reaches ambient levels.

NOTE: Based on coordination with the N.C. Wildlife Resources Commission (WRC) and the N.C.

10)

11)

12)

13)

Division of Marine Fisheries (DMF), the Project Commitment made by the permittee within the
Environmental Assessment (EA) dated 10/8/07 and the Finding of No Significant Impact
(FONSI) dated 9/14/00 to conform with the NCDOT official policy entitled “Stream Crossing
Guidelines for Anadromous Fish Passage (May 12, 1997), including a requirement that instream
activities be avoided from February 15 to June 15, does not apply to TIP No. R-2539B.

Bridge Replacement, Goose Creek

Debris resulting from demolition of the existing bridge, including deck components, shall not enter
wetlands or waters of the United States, even temporarily.

All excavated materials and debris associated with the removal of the existing bridge, the existing
causeway fill material and the associated concrete retaining wall will be disposed of on an approved
upland site.

The bridge shall be constructed utilizing top down construction methods with driven piles or drilled
shaft construction, specifically piles shall not be jetted. Should jetting of any bridge piles become

necessary, a modification to this permit will be required.

Stormwater Management

The N.C. Division of Water Quality (DWQ) approved TIP No. R-2539B under stormwater management
rules of the Environmental Management Commission (EMC) under Stormwater Permit No. SW7020722
on 10/7/02.  Any violation of the permit approved by the DWQ will be considered a violation of this
CAMA pemit. If required, a Stormwater Management Permit must be obtained for TIP No. R-2539C,
and a copy provided to DCM, prior to initiating any construction of TIP No. R-2539C.
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Mitigation

Except as specified by conditions of this major modification, on-site mitigation will be carried out as
described in the document titled “Restoration plan for swamp hardwood wetlands at existing bridge
causeways of NC 55, Upper Broad Creek, Deep Run, and Goose Creek in Craven and Pamlico
Counties” dated December 11, 2002 and revised on January 24, 2003 and August 29, 2003.

The existing causeways and railroad bed sites will be graded to an elevation sufficient to induce wetland
propagation in and around the surrounding areas. The compacted ground will then be ripped to remove

the soil compaction from the old railroad bed and for planting purposes. After ripping, the elevation of
the ripped soils will be identical to the surrounding wetland elevation.

The permittee will ensure the removal of all unsuitable existing causeway fill material to prevent
potential contamination of the adjacent water bodies. The permittee will fill any void left by the
removal of this unsuitable existing causeway fill material with suitable organic substrate.

The final design for TIP No. R-2539B includes 0.05 acres of impacts to non-riverine wetlands in
addition to what was authorized by the original CAMA permit for this project. Therefore, the permittee
shall debit 0.10 acres of non-riverine wetlands credits from the Croatan Mitigation Site in addition to
what was already required by the original CAMA permit. Therefore, the permittee shall debit a total of
28.70 acres of non-riverine wetlands credits from the Croatan Mitigation Site for TIP No. R-2539.

The annual monitoring report for the Croatan Mitigation Site shall include a debit ledger that reflects
that credits for 28.70 acres of wetland restoration have been debited for TIP Nos. R-2539A/B/C. The
debit ledger shall also show the remaining credits available at the Croatan Mitigation site.

Due to corrections made by the permittee to the calculation of wetland enhancement areas on TIP No. R-
2539A and TIP No. R-2539B, and the modification to final wetland and stream impacts based upon final
design for TIP No. R-2539B and TIP No. R-2539C, the permittee shall submit to DCM, the N.C.
Division of Water Quality (DWQ) and the U.S. Army Corps of Engineers (USACE) a table
summarizing the final wetland and stream impacts incurred by TIP No. R-2539A/B/C, along with the
final compensatory mitigation plan proposed for these impacts. This information shall be submitted
with the authorization request for TIP No. R-2539C. The permittee must receive approval from DCM,
DWQ and USACE on the final compensatory mitigation plan prior to initiating construction on TIP No.
R-2539C.

In a memorandum to DCM, DWQ and USACE dated 10/22/03, the permittee submitted revised onsite
riverine mitigation acreages for TIP No. R-2539A and TIP No. R-2539B. According to the permittee,
removal of existing bridge and railroad causeway fill material in wetlands will result in 4.23 acres of
riverine wetland restoration and 11.99 acres of riverine wetland enhancement. When DCM receives the
revised workplan drawings depicting wetland restoration and wetland enhancement areas from the
permittee as requested by Condition No. 2 of this permit, a final determination will be made as to
whether the revised onsite riverine mitigation acreages are appropriate.
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Based upon the estimates of wetland mitigation provided by the permittee in the 10/22/03 memorandum,
the permittee anticipates a surplus of 2.84 acres of riverine wetland restoration credits and a surplus of
11.99 acres of riverine wetland enhancement credits after TIP No. R-2539 is complete. DCM does not
object to the permittee’s request that they be allowed to bank the remaining credits as compensatory
mitigation for offsite riverine wetland impacts on future projects that are deemed appropriate by DCM.
However, in order for DCM to agree with the permittee’s request, the permittee must revise the
document titled “Restoration Plan for Swamp Hardwood Wetlands at existing Bridge Causeways of NC
55, Upper Broad Creek, Deep Run, and Goose Creek in Craven and Pamlico Counties” dated December
11, 2002 and revised on January 24, 2003 and August 29, 2003. The permittee must submit the revised
mitigation plan to DCM for approval, and receive approval from DCM, prior to initiating any
construction on TIP No. R-2539B. The revised mitigation plan shall inciude the following at a
minimum:

¢ Identification of reference wetlands that are riverine wetlands subject to frequent flooding or
inundation. : :

e A commitment to conduct an annual detailed comparison of the wetland restoration and
enhancement areas to reference wetlands for a period of five years or until vegetative and hydrologic
success is documented and approved by DCM, DWQ and USACE. This comparison will include an
annual tree count within the wetland restoration areas that are not underneath the new bridges.

e Incorporation of the requirement in Condition No. 16 of this CAMA permit, and Condition No. 19 of
the original CAMA permit.

This permit does not convey or imply approval of the suitability of any excess mitigation generated by
TIP No. R-2539 as compensatory wetland mitigation for any particular future projects. The use of any
excess mitigation generated by TIP No. R-2539 as compensatory mitigation for future projects will be
approved on a case-by-case basis during the CAMA permit review and/or consistency process.

If the excess mitigation generated by TIP No. R-2539 is to be used as mitigation for impacts of future
projects, written concurrence must be obtained from DCM. Any vegetative and hydrologic monitoring
data that is available when the site is proposed for use as mitigation for future projects shall be made
available to DCM.

General

All pipe and culvert inverts will be buried at least one foot below normal bed elevation to allow for
passage of water and aquatic life when they are placed within the Public Trust Area of Environmental
Concern (AEC) and/or the Estuarine Waters AEC as designated by CAMA, and/or all streams appearing
as blue lines on United States Geological Survey (USGS) quad sheets.

Any relocation of utility lines that is not already depicted on the attached workplan drawings, or
described within the attached permit application, will require additional authorization, either by way of a
modification of this permit or by the utility company obtaining separate authorization.
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ADDITIONAL CONDITIONS

26)  The N.C. Division of Water Quality has authorized the proposed project under a modification to Water
Quality Certification No. 3415 (DWQ Project No. 021232). The modification was issued on 10/27/03.

Any violation of the Certification approved by DWQ will be considered a violation of this CAMA
permit.

27)  This major modification must be attached to the original of Permit No. 55-03, which was issued on
4/22/03, and both documents must be readily available on site when a Division representative inspects
the project for compliance.

28)  All conditions and stipulations of the active permit remain in force under this major modification unless
altered herein.

NOTE: The U.S. Army Corps of Engineers has assigned the proposed project COE Action ID. No.
199303531.
NOTE: This permit does not eliminate the need to obtain any additional state, federal or local permits,

approvals or authorizations that may be required.




STATE OF NORTH CAROLINA

DEPARTMENT OF TRANSPORTATION

MICHAEL F. EASLEY LYNDO TIPPETT
GOVERNOR SECRETARY
October 29, 2003
TO: " Cathy Brittingham, DCM \J/’
Y . b&'«:v §
FROM: Elizabeth L. Lusk, Environmental Supervisor, O.N.E., PDEA @ M %d

SUBJECT:  R-2539B revised permit drawings and summary, sheets 19 and 39 of 40

Please find attached revised permit drawing sheets. These revisions were required in
order to prevent hydrologic trespass for a property owner north of NC 55 (property
number 18). Two new pre-formed scour holes have been installed to receive additional
drainage. Mechanized clearing impacts have increased slightly from 0.44 acres to 0.52
acres. Additional mechanized clearing is required around the two newly placed pre-
formed scour holes on the north side at Station No. 113+50.

Please do not hesitate to contact me at (919) 715-1444, if there are further questions.

File: R-2539B

MAILING ADDRESS:

NC DEPARTMENT OF TRANSPORTATION

PROJECT DEVELOPMENT AND ENVIRONMENTAL ANALYSIS
1598 MAIL SERVICE CENTER

RALEIGH NC 27699-1598

TELEPHONE: 919-715-1500
FAX: 919-715-1501

WEBSITE: WWW.DOH.DOT.STATE.NC.US

LOCATION:

2728 CAPITOL BOULEVARD

PARKER LINCOLN BUILDING, SUITE 168
RALEIGH NC 27699




STATE OF NORTH CAROLINA
DEPARTMENT OF TRANSPORTATION

- MICHAEL F. EASLEY , LYNDO TIPPETT
GOVERNOR SECRETARY

July 21, 2003

Division of Coastal Management

North Carolina Department of Environment And Natural Resources 9003
151-B Hwy. 24, Hestron Plazall JUL 242
Morehead City, NC 28557 :

ATTN.: Mr. Bill Arrington
Transportation Projects
Dear Sir:

Subject: ~ Application for Division of Coastal Management Modification of the Major
Development Permit No. 55-03 for TIP No. R-2539. NC 55 Widening From US 17 in
.Bridgeton to NC 304 in Bayboro, Craven and Pamlico Counties, NCDOT Division No. 2. .
Federal Aid Project STP-55(1). State Project No. 8.1170901. WBS Element No.
--34452.1.1. USACE Action ID 199303531. DWQ Project No. 021232, WQC No. 3415.

The North Carolina Department of Transportation (NCDOT), Division of Highways, is
requesting a permit modification for the above referenced project. On April 22, 2003 the
CAMA MaJor Development Permit No. 55-03 was issued for the widening of NC 55 from
US 17 to NC 304 in Bayboro. The Permit approved the CAMA jurisdictional impacts
associated with Section A of the project and requested that modification of the Permit be
made for Sections B and C as the final design drawings and jurisdictional impact
assessments for those sections were completed. The purpose of this letter is to request a
modification to the CAMA Major Development Permit No. 55-03 for approval of impacts

- associated with Section B of the project. The final permit drawings and relevant information
for R-2539B are attached. Another modification request will be submitted for Sectlon C
when the design for it is completed.

The completed design for R-2539B does not compromise NCDOT’s compliance with the existing
permit conditions. No additional mitigation is proposed. The completed design has been evaluated
for compliance with the avoidance/minimization criteria and is in compliance with all previous
Individual Permit factors, including the following:

e Protected Species,

o.  Cultural Resources,

e  Aquatic Life passage,

e FEMA compliance, and

e  Utilities. ;
Much of the general information in the original Individual Permit application remains the same and
is not repeated in this modification request. Information on the purpose and need, project schedule,
NEPA document status, and mitigation options is contained in the original permit application.

MAILING ADDRESS: TELEPHONE: 919-715-1500 LOCATION:
NC DEPARTMENT OF TRANSPORTATION FAX: 919-715-1501 2728 CAPITOL BOULEVARD
PROJECT DEVELOPMENT AND ENVIRONMENTAL ANALYSIS PARKER LINCOLN BUILDING, SUITE 168
1598 MaiL SERVICE CENTER WEBSITE: WWW.DOH.DOT.STATE.NC.US RALEIGH NC 27699

RALEIGH NC 27699-1598



Summary of Project Impacts: In the August 9, 2002 application, total impacts to CAMA
jurisdictional Areas of Environmental Concern (AECs) were estimated to be 118.1 linear
feet at a UT to West Fork Goose Creek in Section B. Impacts to 404 jurisdictional areas of the
entire R-2539 were estimated at 15.69 acres of permanent wetland, 0.15 acres of fill in surface
waters, and 619 linear feet of stream channels. With the revised impacts associated with the final
design of Section B, the total project impacts (all three Sections) are now estimated to be .15.74
acres of wetland impacts, 0.15 acres of fill in surface waters, and 619 linear feet of stream channels.
The minor differences in impacts are from wetland drainage impacts in the final design of Section B,
minor changes in the impact area calculations (rounding), and extension of buffer impact
calculations out to the edge of drainage easements rather than limiting calculations to the toe of fill

slope.

Permanent impacts associated with the final design of Section B consist of 3.69 acres of 404
jurisdictional wetland impacts and 295 linear feet of stream channel impacts (Tables 1 and 2). Of
these 295 feet, 118.1 feet of impacts will be to the UT to West Fork Goose Creek AEC (Site 13).
Temporary impacts consist of less than 0.01 acres of fill for the temporary work bridges at Site 4.
The riverine (Sites 4 and 16) and non-riverine wetland impacts include 0.65 acres and 2.98 acres,
respectively Fill in wetlands totals 1.87 acres, mechanized clearing totals 1.51 acres, and
excavation in wetlands totals 0.25 acres of the total wetland impacts in Section B. Drainage 1mpacts
in Section B total 0.06 acres of non-riverine wetlands.

Design Changes: Final design revision resulted in two sites differing from those submitted with the
original permit application.

_ Site 1, Permit Sheet 7 of 40
Station 56+30 left
Because of the low grade and minimal drainage potential of the natural ground elevation at this
site, it will be necessary to install a typical V-ditch with 6:1 side slopes to drain the subgrade of
the new road. Based on the Boussinesq equation calculations, there will be additional impacts
resulting from the drainage impact from this ditch. The Ditch Impact Study, dated July 2003, is
attached.
Impact change: increase of 0.06 acres of non-riverine wetland impacts

Site 2, Permit sheet 8 of 40

Station 59+80 left

Drainage effects from the wetland ditch feeding into the pre-formed scour hole were not
calculated because this ditch will bring water into the wetland, contributing to the hydrology
rather than diminishing it.

Impact change: no change to jurisdictional impacts

Site 4, Permit sheet 10 of 40 ,

Station 77 +00 to 77+20, left

At this site an area of mechanized clearing in wetlands has been changed to excavation to
accommodate a drainage swale.

Impact change: no change to jurisdictional impacts




Table 1. Jurisdictional Wetland‘and Surface Water Impacts on R-25398
Excavation Mechanized Drainage
Site Fi?g?;o Fill m(:Z; tland in Wetlands Clearing (ac) Impacts
 (ac) (Method III)* (ac)
1 56 +30/56 +55 0.08 0.02 0.06 (+0.06)
2 59 +70/61 +00 0.13 0.03 0.05
3 62 +25/63 +60 0.14 0.02
4 74 +85/82 +00 0.34 0.0t (+0.01) 0.14 (-0.01)
5 81 +85/82 +00 0.03 0.01
6 102 +35/103 +65 0.12 0.09
7 108 +50/1 14 +00 0.71 0.44
8 117 +20/118 +60 0.02 0.09
9 119 +20/120 +20 0.05 0.06
10 121 +70/122 +20 0.11 0.03
1l 123 +75/125 +60 0.05 0.04
12 130 +60/131 +95 Impacts avoided Impacts avoided
13 134 +75/137 430 0.07 0.12 0.33
14 139 +10/139 +20 0.04 <0.01 0.01
15 145 +35/146 +75 0.09
16' 148 +10/151 +40 0.07 0.08
. TOTAL R-2539B 1.87 (-0.01)" 0.25 (+0.01) 1.51 (-0.01) 0.06 (+0.06)
" Sites 4 and 16 contain riverine wetlands associated with Decp Run and Goose Creek,
% Cleuring and grubbing of vegetation to 10 feet beyond the construction timlts.
Impact inorease or decreuse from original IP application is denoted in parentheses.
Table 2. Jurisdictional Stream Information, Sections R-2539B
. Onsite
Station , Required
’ Stream DWQ DWQ Impact Stream -
Site Number | Structure | Status : Mitigation
(From/To) | - Name Bt Index No. | Rating (§ 1) Reszcta)ﬁon 2:1 (ft)
59+70/ ' Sasgers | SC Sw -
2 61400 1650 RCP Branch ' | 27-106-5 NSW 72.2 0 1444
74+85/ Bridge DeepRun | SC Sw
| 740 | 328feet | Cresk | 271966 | ‘\qw 0 0 0
8185/ UT to SC Sw
S 82+00 1050 RCP Deep Run’ 27-106-6 NSW 52,5 0 105
' UT to
108+50/ 1.8x1.2 SC Sw 2
7 114+00 RCBC Black 27-107-7 NSW 525 0 722
Creek .
UT to
134+75/ West Fork C Sw ,
13 137430 900 RCP Goose' 27-107-2 NSW 118.1 | 134.5 0
. Creek
148+10/ | Bridge 732 Goose CSw
16 | isi+a0 foet creek | 27190 | Csw 0 0 0
TOTAL R-2539B | %_%53 1345 3216

" Impact increase or decrease from original 11 application is denoted in parcnthescs,
2 NCDO'T proposcs that the refocated stream chiannel at Site 13 will provide onsitc mitigation for Sitc 13 Impacts as well g |6 feet
of Site 7 impacts, requiring the batance of 36 fect of impuct from Site 710 be mitigated for offsitc at & ratio of 2;1,




Summary of Utility Impacts for Section B (permit drawings attached): It will be necessary to
relocate several utilities because of road widening activities. No additional 404 jurisdictional
impacts will be incurred. Any clearing required will be conducted by hand. Cleared vegetation
will remain onsite. Directional boring will be utilized when necessary.

For overhead power lines, utility poles will be relocated to one foot outside the new proposed
Right-of-Way lines. At the staged construction of the bridges over Deep Run Creek and Goose
Creek, the power will be temporarily relocated to the north side of NC 55 during construction of
the southern portion of the structures and then return to the existing alignment after construction.
Any clearing for the relocation of overhead power lines within jurisdictional areas will be done
by hand. .

- Underground copper and fiber optic telephone lines in the shoulders of the existing roadway will
be relocated to the proposed shoulder or to the edge of the proposed cut or fill slopes. Wetlands
and buffer zones will be directionally bored with conduit to avoid jurisdictional impacts. The
water line along the length of the project will be relocated within the permitted footprint of the
roadway work. Stream and wetland crossings will be directional bored to avoid surface impacts.
There is an existing sewer line along the project from Bennett Tingle Road to the eastern project
limits. Prior to installation, the sewer design was coordinated with NCDOT and should not
require replacement. If any relocation is needed, it will be done by a private contractor within the
footprint of the roadway project.. No additional impacts to jurisdictional areas will be incurred.

Indirect and Cumulative Impacts: - The Indirect and Cumulative Impact Study (attached) for R-
2539B indicates that development is expected to continue in the study area and along the NC 55
corridor. The non-residential development along NC 55 will be dependent on population growth
and, to a lesser extent, influenced by the widening of the highway. Existing policies and
regulations will manage potential indirect impacts to the area’s water quality. The construction of
- R-2539B is not expected to result in any indirect or cumulative impacts that will adversely affect

water quality. ' ' ' '

Summary of Mitigation: Throughout NEPA and design process this project has been designed to
avoid and minimize impacts to jurisdictional areas. Specific strategies, detailed in the original
application, remain valid for this application. Highlights include widening NC 55 along the
existing roadway, using 3:1 slopes within wetland limits, -extending bridge spans at Deep Run

" Creek and Goose Creek, natural stream design for the relocated stream at Site 13, and wetland
restoration associated with the removal of existing bridge causeways and an abandoned railroad
bed. Offsite Mitigation for the remaining impacts will still be covered by the Croatan and Brock
Mitigation Sites as described in the original permit application.

Application is hereby made for a major modification of the Division of Coastal Management
CAMA Permit as required for the above-described activities. : ”

v




If you have any questions or need additional information, please call Ms. Elizabeth Lusk (919)

715-1444

Sincerely, _ )

‘JUL 9 4 2003
[Ny
£

Gregory J. horpe, Ph.D.

Environmental Management Director, PDEA
Attachments:

CC:

Permit Drawings and Half-size plans
Utility Drawings ’
Indirect and Cumulative Impact Study
Ditch Impact Study, July 2003

Ms. Cathy Brittingham, NCDCM

M. David Franklin, USACE, Wilmington (Cover Letter Only)

Mr. Mike Bell, NCDOT Coordinator, USACE, Washington

Mr. John Domey, DWQ, Raleigh

Mr. Jay Bennett, P. E., Roadway Design

Mr. Omar Sultan, Programming and TIP

Ms. Debbie Barbour, P. E., Highway Design

Mr. David Chang, P. E., Hydraulics

Mr. Greg Perfetti, P. E., Structure Design

Mr. Mark Staley, Roadside Environmental

Mr. Jay Johnson, Division 2 Environmental Officer :
Ms. Colista Freemen, P. E., NCDOT Project Development and Environmental Analysis
Mr. C. E Lassiter, Jr., P. E. Division 2 Engineer, Greenville




Form DCM-MP-1

APPLICATION

(To be completed by all applicants)

APPLICANT R-2539B

Landowner:

Name N.C. Department of Trénsgortation
Address _1548 Mail Service Center

City Raleigh StateNC

Zip 27699-1548 Day Phone 919-733-3141

- Fax (919) 733-9794

Authorized Agent:

Name:

Address:

City: State:

Zip: Day Phone:

Fax:

Project name (if any): _T.L.P. R-2539B

State Project No. 8.1170901, NC 55 Widening
NOTE:  Permit will be issued in name of landowner(s), and/or

. project name.

City, town, community or landmark:
Reelsboro: from east of SR 1127 to SR 1129 in
Pamlico County

Street address or secondary road number:
NC 55

Is proposed work within city limits or planning
jurisdiction? _X Yes No

Name of body of water nearest project (e.g. river,
creek, sound, bay): __ Sassers Branch, Deep Run
Creek. Black Creek, Goose Creek

DESCRIPTION AND PLANNED USE
OF PROPOSED PROJECT

LOCATION OF PROPOSED
PROJECT

County: Pamlico

Ravicad N3/08

List all development activities you propose (e.g.
building a home, motel, marina, bulkhead, pier,
and excavation and/or filling activities. :

Roadway widening and bridge construction .

Is the proposed activity maintenance of an existing

project, new work, or both? NEW

Will the project be for public, private or
commercial use? __ Public

Give a brief description of purpose, use, methods

of construction and daily operations of proposed

project. If more space is needed, please attach

~ additional pages. Widening of NC 55 from two to

five lanes, from east of SR 1127 to SR 1129 in
Pamlico County.

Highway construction equipment




.Form DCM-MP-1

4.

LAND AND WATER
CHARACTERISTICS

i.

-

Size of entire tract: 74 acres

~ done for the tract?

Register listed or eligible property?

Size of individual lot(s): N/A

Approximate elevation of tract above MHW or
NWL: :+/- 10 feet

Soil type(s) and texture(s) of tract:
See original permit

Vegetation on tract See original permit cover letter

Man-made features now on tract Bridge, roadway

~ What is the CAMA Land Use Plan land

classification of the site? (Consult the local land use plan.)

* Craven County = C, Pamlico County =P -

C__ Transitional
P Community
Other

‘Conservation
P Developed
P Rural

How is the tract zoned by local government?

Is the proposed pro]ect consistent wnth the
applicable zoning? X Yes . No

Mttach zoning compliance cem_'ﬁcate.v if applicable) - v

Has a professional archaeological assessment been
X Yes No

If yes, by whom? NC DOT and SHPO

Is the project located in a Natlonal Registered

Historic District or does it involve a National

]

X Yes No.

Are there wetlands on the site? X __ Yes __No
Coastal (marsh) Other
If yes, has a delineation been conducted? Yes,

Michael F. Bell, USCOE, Sept. 1, 2001
(Attach documentation, if available)

Describe existing wastewater treatment facilities.
None

UL 2 ¢ 7203

n. Describe location and type of discharges to water:

of the state. (For example, surface runoff
sanitary  wastewater, industrial/commercia
effluent, - "wash down" and residentia

discharges.) Surface runoff from roadway

o. Describe existing drmklng water supply source.
County water line

5. ADDITIONAL INFORMATION

: .

In . addition to the completed application form, the
following items must be submitted:

® A copy of the deed (with state application only) or

other instrument under which the applicant claims title

to the affected properties. If the applicant is not

claiming to be the owner of said property, then forward

- acopy of the deed or other instrument under which the

- owner claims title, plus written permlsswn from the
owner to carry out the project. -~

® An accuréte, «dated work plat (including plan view
and cross-sectional drawings) drawn to scale in black
ink on an 8 1/2" by 11" white paper. (Refer to Coastal
Resources Commission Rule 7J. 0203 for a detailed
description.)

Please note that original drawings are preferred and
only high quality copies will be accepted. Blue-line
prints or other larger plats are acceptable only if an
adequate number of quality copies are provided by
applicant. . (Contact the U.S. Army Corps of Engineers
regarding that agency's use of larger drawings.) A site
or location map is a part of plat requirements and it
must be sufficiently detailed to guide agency personnel
unfamiliar with the area to the site. Include highway or
secondary road (SR) numbers, landmarks, and the like.

®A Stormwater Certification, if one is necessary.
SW7020722 issued 10/7/02 -

®A list of the names and complete addresses of the
adjacent waterfront (riparian) landowners and
signed return receipts as proof that such owners
have received a copy of the application and plats by
certified mail. Such landowners must be advised that
they have 30 days in which to submit comments on the



Form DCM-MP-1

proposed project to the Division of Coastal
Management. Upon signing this form, the applicant
further certifies that such notice has been provided.

See Attached permit drawings
Name '

Address
Phone

Name
Address
Phone

Name
Address
-Phone

® A list of previous state or federal permits issued for
work on the project tract. Include permit numbers,
permittee, and issuing dates.

'® A check for $400 made payable to the Department of
Environment, Health, and Natural Resources
(DELINR) to cover the costs of processing the
application, '

® A signed AEC hazard notice for projects in
oceanfront and inlet areas. o

- @ A statement of compliance with the N.C.

Environmental Policy Act (N.C.G.S. 113A - 1 to 10)

If the project involves the expenditure of public funds

or use of public lands, attach a statement documenting

“compliance with the North Carolina Environmental
Policy Act.

6. CERTIFICATION AND PERMISSION
TO ENTER ON LAND _

I understand that any permit issued in response to this
application will allow only the development described in
the application. The project will be subject to conditions
and restrictions contained in the permit.

Reviged 03/95

I certify that to the best of my knowledge, the proposed
activity complies with the State of North Carolina's

approved Coastal Management Program and will be
conducted in a manner consistent with such program.

[ certify that I am authorized to grant, and do in fact, grant
permission to representatives of state and federal review
agencies to enter on the aforementioned lands in
connection with evaluating information related to. this
permit application and follow-up monitoring of the
project.

I further certify that the information provided in this
application is truthful to the best of my knowledge.

This is the _2&_ day of »&7‘ d . 15_2-003.
Print Name- Gn r‘cf N 0 AS l\l'h.

C Qagl /z
i ownerarAmhor(zedAge% .

Please indicate attachments pertaining to yout proposed

Signéture

-project, .

_X DCM MP-2 Excavation and Fill Information
___ DCM MP-3 Upland Development

____ DCM MP-4 Structures Information

_X_ DCM MP-5 Bridges and Culverts

____ DCM MP-6 Marina Development

NOTE: Please sign and date each arachment in the
space provided at the bottom of each form.




.Form DCM—N.[P-S

BRIDGES AND
CULVERTS

Attach this form to Joint Application for CAMA Major
Permit, Form DCM-MP-1. Be sure to complete all other
sections of the Joint Application that relate to this

ol

o
H

f.

proposed project.
1. BRIDGES R-2539 B
a. Public__ X Private
b. Type of bridge (construction material)

two bridges utilizing 36 ppc gjrders‘

Water bddy to be crossed by bridges
a) Deep Run Creek and b) Goose Creek

Water depth at the proposed crossings at MLW or
NWL a)3ft b)3.5ft

Will proposed bridge replace an existing bridge?
X Yes No
Ifyes, -
.(1). Length of existing bridges a) 70 ft b) 100 ft
(2) Width of existing bridges _a) 26 ft b)26 ft
(3) Navigation clearance undergeath existing
bridges 2) 6 ft Y9 )"

=

(4) Will all, or a part of, the existing
bridges be removed? (Explain) _ Yes,
the existing bridges and causeways fill
will be removed as the new bridges is
built.

Will proposed bridges replace an existing
culvert(s)?
Yes _X No
If yes,
(1) Length of existing culvert
(2) Width of existing culvert
(3) Height of the top of the existing culvert
above the MHW or NWL
(4) Will all, or a part of, the existing culvert be
removed? (Explain)

Revised 03/95

flow? Yes

" If yes, explain

JUL 9 4 2003

a)328 ft b) 732 ft

Length of proposed bridges

Width of proposed bridges  2)67 ft b) 70 ft

Height of proposed bridges above wetlands
a)13ft b)12ft

Will the proposed bridges affect existing water
X No 7

¥

If yes, explain

Navigation erneath proposed

bridges

clearance u
a)6ft .b) 9ft

Wili the proposed bridge affect navigation by
reducing or increasing the existing navigable
opening? Yes _X No

Will the proposed bridge cross wetlands
containing no navigable waters? X Yes _ No

If yes, explain : The existing causeway fills will be
removed and the new bridges will be constructed
over existing and restored wetlands.

Have you contacted the U.S. Coast Guard
concerning their approval?

Yes _X No
If yes, please provide record of their action.

CULVERTS

Water body in which culvert is to be placed
Sassers Branch. UT to Deep Run Creek, UT to
Black Creek.,

Number of culverts proposed _5

Type of culvert (construction material, style)
concrete pipe, concrete box culvert

Will proposed culverts replace an existing bridge?
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Yes _X No

Ifyes,
(1) Length of existing bridge
(2) Width of existing bridge
(3) Navigation clearance underneath existing

bridge

(4) Will all, or a part of, the existing bridge be

removed? (Explain)

e. Will proposed culverts replace an existing
culvert? X Yes No
If yes, See attached Table MP5-2¢
(1) Length of existing culvert
(2) Width of existing culvert
(3) Height of the top of the existing culvert
above the MHW or NWL _+/-2’
(4) Will all, or a part of, the existing culvert be
removed? (Explain) _No, culverts will be
extended

f.  Length of proposed culvert _See Table MP5-2¢

g. Width of proposed culvert Same as existing

h. Height of the top of the proposed culvert above the
MHW or NWL _+/- 2°

i. Will the proposed culvert affect existing water
flow?
Yes _X No
If yes, explain

jo Will the proposed culvert affect existing
navigation potential? Yes _X No
If yes, explain

3. EXCAVATION AND FILL

a. Will the placement of the proposed bridge or
culvert require any excavation below the MHW or
NWL? .

X Yes ____No _
See Attached Permit Drawings

If yes,
(1) Length of area to be excavated
(2) Width of area to be excavated
(3) Depth of area to be excavated
(4) Amount of material to be excavated in cubic
yards

Revised 03/95

Will the placement of the proposed bridge or
culvert require any excavation within:__ Coastal
Wetlands __ SAVs _X Other Wetlands
Ifyes, See Attached Permit Drawings
(1) Length of area to be excavated
(2) Width of area to be excavated
'(3) Amount of material to be excavated in cubic
yards

Will the placement of the proposed bridge or
culvert require any highground excavation?

X Yes No
Ifyes, ~See Attached Permit Drawings

(1) Length of area to be excavated

(2) Width of area to be excavated

(3) Amount of material to be excavated in cubic

yards

If the placement of the bridge or culvert involves
any excavation, please complete the following:
(1) Location of the spoil disposal area
Approved upland disposal site.
(2) Dimensions of spoil disposal area
Unknown at _this time
(3) Do you claim title to the disposal area?
Yes _ X No :
If no, attach a letter granting permission
from the owner.
(4) Will the disposal area be available for
future maintenance? Yes _ X No
(5) Does the disposal area include any coastal
wetlands (marsh), SAVs, or other wetlands?
Yes _X No
If yes, give dimensions if different from (2)
above.
(6) Does the disposal area include any area
below the MHW or NWL? _ Yes _X No
If yes, give dimension if different from No. 2
above.

Will the placement of the proposed bridge or
culvert result in any fill (other than excavated
material described in Item d. above) to be placed
below MHW or NWL? Yes _ X No
If yes,
(1) Length of area to be filled
(2) Width of area to be filled
(3) Purpose of fill

Will the placement of the proposed bridge or
culvert result in any fill (other than excavated
material described in Item d. above) to be placed
within:



Form DCM-MP-$

g.

—_ Coastal Wetlands ___ SAVs_X Other
Wetlands If yes, Sce Attached Permit Drawings
(1) Length of area to be filled
(2) Width of area to be filled
(3) Purpose of fill

Will the placement of the proposed bridge or
culvert result in any fill (other than excavated
material described In Item d. above) to be placed
on highground? __X Yes ___ No :
ifyes,  See Attached Permit Drawings
(1) Length of arca to be filled
(2) Width of area to be filled
(3) Purpose of fill

4.

GENERAL

b.

€.

d.

g.

.See USACOE Individual Permit Application

Will the proposed project involve any mitigation?
X _ Yes No
If yes, explain in detail

Will the proposed project require the relocation of
any existing utility lines? X _ Yes ____ No

If yes, explain in detail _Telephone, power, water,
and sewer lines. See Utility attachment,

Will the proposcd project require the construction
of any temporary detour structures? )

Yes _X No
If yes, explain in detail

Will the proposed project require amy work
channels? __ Yes X No
If yes, complete Form DCM-MP-2

How will excavated or fill material be kept on site
and erosion controlled? _ Silt fence. diversion
H T T e [0} =] i"S. .

What type of construction equipment will be used
(for example, dragline, backhoe or hydraulic

dredge)? _Rackhoe, bulldozer. cranc.

Will wetlands be crossed in
equipment to project site? Yes

X No

Revised 03/95

transporting |

If yes, explain steps that will bc taken to lessen
environmental impacts.,

Will the placement of the proposed bridge or
culvert require any shoreline stabilization?

Yes _X _ No :
If yes, explain in detail

Applicant or Project Name: NCDOQT NC 55 Widening
R-2539B

Date




DCM MP5 Culverts
Table MP5-2e. Culverts .
Station Number | Water Body - | Existing Proposed | Height Above
Culvert Culvert MHW or NWL
A 12+00 UT to Duck Creek | 53" x62' RCP 153" x 131" RCP 2 .
B 60+12.4 Sasser’s Branch 2 lines of 1 2 lines of 4
64" x 65' RCP . | 65" x 120' RCP"
B 82+00 UT to Deep Run 42”x20' RCP | 42" x 105’ RCP
Creek :
B 112+81.3 UT to Black Creek | 48"x70" and 48"x70" and 3
‘ : 48"x48" x 62’ 48"x48" x 117’
: . RCBC | RCBC
B 136+71.8 UT to Goose | 70"x48' x 70’ 70"x48' x 103’ | 3.6’
Creek ‘| RCBC - | RCBC .
B 139+00 UT to Goose 1 36" x82' RCP . 36" x 118' RCP
| Creek ' L
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Subject: R-2539B additional mitigation
Date: Tue, 19 Aug 2003 16:44:39 -0400
From: Elizabeth Lee Lusk <ellusk @dot.state.nc.us>
Organization: North Carolina Department of Transportation
To: "Agency COE (Wash.)- Mike Bell" <Michael.F.Bell @usace.army. m11>
"Agency DCM (Bill Arrington)" <bill.arrington @ncmail.net>,
"Agency DCM (Cathy Brittingham)" <Cathy.Brittingham @ncmail.net>,
Agency DWQ - John Hennessy <John.Hennessy @ncmail.net>
CC: "Agency FWS (1-8) - Gary Jordan" <gary_jordan @fws.gov>
"Agency NCWRC - Travis Wilson (Div. 1-8)" <travis.wilson @ncwildlife.org>

Per earlier conversations today with Mike Bell (both issues) and John Hennessy (the latter issue), I submit
the following minor revisions to NCDOT’s application for a modification to the R-2539
permits/certifications.

Compensatory Mitigation
- In the original May 2003 permit, the NCDOT estimated non-riverine wetland impacts to be 14.30 acres

for the entire project. As compensatory mitigation, 28.60 acres of non-riverine wetland mitigation were
provided at the Croatan MBI.

- The July 21, 2003 permit modification request, which was based on final design for Section B, revealed a
shortfall of 0.05 acres of non-riverine wetland impacts. In order to mitigate for these additional impacts,
the NCDOT will reserve an additional 0.1 acres of non-riverine wetlands from the Croatan MBI.

- Therefore, total non-riverine wetland impacts for the entire project will be 14.35 acres, requiring total
compensatory mitigation from the Croatan MBI of 28.70. :

Restoration Plan for onsite mitigation

The current Restoration Plan designates onsite wetland restoration by removal of the existing bndge
causeways and portions of the adjacent railroad bed. It further stipulates "The existing causeways will be
removed and graded down approximately three feet below the grade of the surrounding wetlands. The
excavated areas will be back filled with undercut material (muck) removed during the construction of
R-2539". This has become a water quality and constructability issue. The resulting 3-foot deep pit would
be difficult to to backfill without causing significant water quality problems and the need for hydrated
muck would create a considerable construction phasing challenge. Per the referenced conversations, I have
attached a revised Restoration Plan. I understand that this revision will require permit modifications.
Therefore, I will be submitting a separate modification request. In the meanﬁme I wanted to give

everyone a heads up that this request is coming.

Please do not hesitate to call with questions or comments.

Elizabeth
v Name: Restoration Plan.doc
Restoration Plan.doc T).'pe: WINWORD File (application/msword)
Encoding: base64
Download Status: Not downloaded with message

AnimiAA s AA
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Elizabeth Lee Lusk <ellusk @dot.state.nc.us>

Environmental Supervisor
Project Development & Environmental Analysis

10/3/03 10:22 A
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STATE OF NORTH CAROLINA
DEPARTMENT OF TRANSPORTATION

MICHAECL F. EASLEY LYNDO TIPPETT

GOVERNOR SECKETARY

Facsmil
To: Mike Bell, USACE, Washington = From: Elizabeth L. Lusk,
Cathy Brittingham, DCM Raleigh Office of Natural Environment

Bill Awrington, DCM, Morehead City
.~ John Hennessy, DWQ, Raleigh

Fax:  (252)975-1399 Phonc: 715-1444
7331495
(252) 247-3330
7336893

‘“2

Phone: (252) 975-1616 x26 ~ Pages:
733-2293 x238
252-808-2808
733-5694

Re: R-2539 revised onsite mitigation Date:  10/22/03

OUrgent O ForReview [ Please Comment [ Please Reply [J Please Recycle

Find attached a memo revising the onsite riverine mitigation acreages for Sections A and
B of the NC 55 road widening project in Craven and Pamlico Counties. Revised plan
sheets depicting ROW extensions around the mitigation sites are forthcoming next week,

Thanks. é7 l # %

MAILING ADDRESS: TELEPHONE: 918-733-3141 LOCATION:
NC DEPARTMENT OF TRANSPORTATION FAX: 919-733-9794 TRANSPORTATION BUILDING
PROJECT DEVELOPMENT AND ENVIRONMENTAL ANALYSIS 1 SOUTH WILMINGTON STREET

RALEIGH NC

1548 MAIL SERVICE CENTER WEBSITE, WWW,DOH,DOT.STATE.NC.US
RALEIGH NC 27688-1548
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STA.TE OF NORTH CAROLINA
DEPARTMENT OF TRANSPORTATION

MICHAEL F. EASLEY LYNDO TIPPETT
GOVERNUR SECRETARY
October 22, 2003

TO: - Cathy Brinin;gham, DCM

Mike Bell, USACE

John Hennessy, DWQ W\
FROM: Elizabeth L. Lusk, Environmental Supervisor, O.N.E., PDEA g‘ ,

SUBJECT; NC 55 Widening in Craven and Pamlico Counties, TIP No. R-2539,
Revised acreages for onsite riverine mitigation at Upper Broad Creek,
Dcep Run Creek, and Goose Creek

;
The NCDOT has revised the mitigation acrcages for onsite mitigation. The
original wetland restoration acreages were calculated using Microstation and are exact.
However, the original wetland enhanccment acreages were calculated by hand. These
revised enhancement acreages arc the result of more precise Microstation calculations.

Wetland enhancement ‘{s a result of lifting causeways, In order to quantify the
extent of the enhancement, the "Cox scmi-circle" method was employed. The area of
enhancement was calculated as a % cigcle, the radius of which is the length of the
causeway to be removed. In thc cases where riprap will be placed within the arca of
causeway removed, the radius of the ' circle was shortened by the length of the area
covered by riprap. The center of the % circle is at the point where the causeway to be
removed meets the upland arca. The % circle was calculated separately for cach quadrant
of the causeway. Open water was not included in the enhancement area. The following
table breaks down the acreages by projcct section, permit drawing site, wetland mitigation
type, and mitigation per water body.

MAILING ADDRESS: TGLEPHONE: 919-715-1500 LOCATION:
NC DerPaRTMENT QF TRANSPORTATION FAX: 919-715-1501 2728 CariToL BOULEVARD
PROJECT DEVELOPMENT ANP ENVIRONMENTAL ANALYSIS PARKER LINCOLN BUILDING, Sulte 168

1588 Man. Service CENTER WEBSITE: WWW.DOH.DOT.STATE.NC.US RALEIGH NG 27689
RaLeigH NC 27698.1588
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Onsite Riverine Wetland Mitigation for R-2539

. o Restoration Enhancement (ac)
gooren Stton T otalaea  NW | SW NE SE 1ot ares
' - oY (ac) Quadrant  Quadrant Quadrant Quadrant
A -L- Upper 1.78 . ’ .
B 1~  Deep 0.58
4 76425 Run 0.59 0.70 0.10 0.11 1.50
” L~ Coose 187 0.94 0.81 2.65 2.93 7.33

16 149+40 Creek

Totals +23 I

The NCDOT proposes to use part of the onsite riverine wetland restoration to
mitigate for all riverine wetland impacts (1.39 acres) on Sections A and B. Wc¢ anticipate
a surplus of 2.84 acres of restoration and the entire 11.99 acres of enhancement and
respectfully request to bank the remaining credits for offsite riverine wetland impacts,

Revised plan sheets depicting the additional ROW preserving thc enhancement
areas will be forwarded as soon as they are available. In the interim, plcase do not
hesitate to contact me at (919) 715-1444, if there are questions.

File: R-2539

TR :Z,/_C)F‘ (0 'Zi'ub L ,]' VY ‘

Posf-it* Fax Note 7671 [03e [y 7 302igages” |
o Cetiy_Brittagham | 1Rl
Co./Dept. } ~ Co.
Phone # Phone # ;7 | S- |Wq
Fax # ?33.. ‘Vqs-’ Fax #

L
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TECHNICAL MEMORANDUM
DITCH IMPACT STUDY
NC-55
PAMLICO COUNTY, NORTH CAROLINA
TRAFFIC IMPROVEMENT PROJECT (TIP) NO. R-2539B

NORTH CAROLINA DEPARTMENT OF TRANSPORTATION
PROJECT DEVELOPMENT AND ENVIRONMENTAL ANALYSIS BRANCH

RALEIGH, NORTH CAROLINA

JULY 2003
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TECHNICAL MEMORANDUM

DITCH IMPACT STUDY
NC-55 WIDENING (R-2539B)
PAMLICO COUNTY, NORTH CAROLINA

1.0 INTRODUCTION

The North Carolina Department of Transportation (NCDOT) is proposing to widen North
Carolina State Highway 55 (NC-55) into a multilane facility in Craven and Pamlico Counties,
North Carolina. The improvements to NC-55 are anticipated to occur from US-17 at Bridgeton
to NC-304 in Bayboro, North Carolina. The total length of the R-2539 project extends 10.2
miles, broken into several segments. The current study, which is focused on a small portion of
segment B near the Town of Olympia, has been undertaken to evaluate the drainage impact to
wetlands that a single, special' ditch (hereafter referred to as the “project ditch”) will create
when dug adjacent to the proposed, widened facility. The project ditch occurs at the western
terminus of the “B” section for the NC-55 improvement (TIP R-2539B). The results of this
modeling effort will be used to determine the amount of wetlands that will be permanently
impacted by the project ditch through impacts to the wetland hydroperiod. This impact will be
considered cumulative with other filling, excavation, and mechanized clearing activities within
jurisdictional areas and is expected to be considered in the Section 404 and Section 401 permit
applications. EcoScience Corporation (ESC) has been retained to estimate the drainage
influence of the project ditch, as well as determine the amount of jurisdictional wetlands that will
be impacted due to this drainage influence. The station number, location and details of the ditch
were provided by NCDOT to ESC personnel. The drainage impacts estimated by ESC will be
interpreted by NCDOT and included in the Section 404 permit application.

Specifically, the goal of this study is to compare the output of two mathematical models to
estimate the linear distance from the edge of the project ditch where the potential exists for
drainage impacts to occur within jurisdictional wetlands. As requested by NCDOT, the
Boussinesq Equation was used to estimate the area of drainage impacts associated with the
project ditch, and then compared to results generated by the hydraulic model DRAINMOD.
Subsequently, the acreage of wetlands potentially drained due to the influence of the ditch can
be mapped by NCDOT personnel and accounted for in the permit application in addition to
filling, excavation, and clearing acreages.

This document provides a summary of the methods used and results in applying the Boussinesq
Equation and DRAINMOD computer simulation to the proposed NCDOT ditching activities.

1Special ditches generally parallel the road corridor and are designed to induce a
groundwater withdrawal gradient within adjacent fill material. The withdrawal
gradient is intended to protect the roadway'’s substrate from underlying water.



'l""EcoScience

L O™ S e (4 S T . Al o : o R AR ST
Drawn By: Date:
Site Locat MTC July 2003
'te Location Chkd By: _ |Project No:
NC-55 Ditch Analysis APS 02-113.23
Pamlico County, NC SCALE:

AS SHOWN




2.0 METHODS

MODEL DESCRIPTIONS

The Boussinesq Equation represents a two dimensional general flow equation for unconfined
aquifers. The equation has been applied in the past to predict the decline in elevation of the
water table near a pumping well as time progresses. The equation is based primarily on
hydraulic conductivity, drainable porosity, and the saturated thickness of the aquifer. One form
of the equation is as follows:

X = (K ho t/f)"* F(D,H)

Where:
K = hydraulic conductivity (in/hr)
ho = depth to aquiclude (in)
t = duration (hours)
f = drainable porosity (dimensionless ratio)
F(D,H) = profiles (graphs) relating ditch depth, water table depth, and depth to
the aquiclude(ho)
X = wetland impact distance (in)

DRAINMOD was originally developed to simulate the performance of agricultural drainage and
water table control systems on sites with shallow water table conditions. DRAINMOD predicts
water balances in the soil-water regime at the midpoint between two drains of equal elevation.
The model is capable of calculating hourly values for water table depth, surface runoff,
subsurface drainage, infiltration, and actual evapotranspiration over long periods referenced to
measured climatological data. The reliability of DRAINMOD has been tested for a wide range of
soil, crop, and climatological conditions. Results of tests in North Carolina (Skaggs, 1982), Ohio
(Skaggs et al. 1981), Louisiana (Gayle et al. 1985; Fouss et al. 1987), Florida (Rogers 1985),
Michigan (Belcher and Merva 1987), and Belgium (Susanto et al. 1987) indicate that the model
can be used to reliably predict water table elevations and drain flow rates. DRAINMOD has also
been used to evaluate wetland hydrology by Skaggs et al. (1993). Methods for evaluating water
balance equations and equation variables are discussed in detail in Skaggs (1980).

DRAINMOD was modified for application in wetland studies by adding a counter that
accumulates the number of events wherein the water table rises above a specified depth and
remains above that threshold depth for a given duration during the growing season. Important
inputs into the DRAINMOD model include rainfall data, soil and surface storage parameters,
evapotranspiration rates, ditch depth and spacing, and hydraulic conductivity values.

MODEL APPLICATION

In this study, the Boussinesq equation was applied to a ditch one foot (0.3 meter) deep to
predict where the linear distance of a drawdown in the groundwater exceeds 1 foot for 5- and
12.5-percent of the growing season. These percentages were selected based upon guidance
from the U.S. Army Corps of Engineers Wetland Delineation Manual (DOA 1987). We solve the
equation for the Wetland Impact Distance with data for the following variables: 1) equivalent
hydraulic conductivity; 2) drainable porosity; 3) an estimated depth to the aquiclude, based on
regional data; 4) the time duration of the drawdown; 5) target water table depth (1 foot below the
soil surface); and 6) ditch depth identified in construction plans.



The dominant soil type along the project ditch is the Lynchburg series, which was determined
based upon the Pamlico County soil survey (USDA 1987) and verified in the field. Equivalent
hydraulic conductivity (K) was estimated by calculating a weighted average of conductivity data
generated by the NRCS-MUUF computer model (Baumer et al. 1994) and field measured
saturated hydraulic conductivity for the Lynchburg series, cross referenced with values provided
in the Pamlico County soil survey. The soil layer depths were obtained from descriptions in the
Pamlico County soil survey and verified in the field. For the Lynchburg soil, drainable porosity
was calculated using the water depth to drained-volume relationship provided by MUUF. The
depth to aquiclude was assumed to be 10 feet. The time variable, t, is based on a 5- and 12.5-
percent of the Pamlico County growing season. For the purpose of this study, the growing
season is defined as the period between March 7 and November 23 (USDA 1987). Values for
F(D,H) were taken from plotted numerical solutions to the Boussinesq equation (Skaggs 1980)
where D=h, — (ditch depth/ divided h,) and H= h/ h,. The variable h is equal to the height after
drawdown for the water above the aquiclude at distance X from the ditch.

DRAINMOD was used to model the zone of wetland loss resulting from the addition of the
project ditch. This zone was derived by determining the threshold drain spacing that would
result in the area adjacent to the project ditch meeting the wetland hydrology criterion in just
over half of the years simulated. Drains spaced any closer than this threshold distance would
result in the entire area experiencing a loss of wetland hydrology. If drains were spaced any
further apart than the threshold distance, there would be a strip between the drains which would
still meet the wetland hydrology criteria. If only one drain exists, areas outside of half of the
threshold distance would still have wetland hydrology. Hailf of this threshold spacing provides a
conservative estimate of the drainage effect that the project ditch will have.

Wetland hydrology is defined for DRAINMOD as groundwater within 12 inches of the ground
surface for 14 and 33 consecutive days during the growing season (5- and 12.5-percent of the
growing season). Wetland hydrology is achieved in the model if target hydroperiods are met for
one half of the years modeled (i.e. 23 out of 45 years). Inputs for soil parameters such as the
water table depth/volume drained/upflux relationship, Green-ampt parameters, and the water
content/matric suction relationship were obtained from NRCS data utilizing the MUUF computer
program. Hydraulic conductivities and ditch depth were calculated as described above.
Weather data for a 45 year period was obtained for the New Bern airport located approximately
six miles away from the site. Potential evapotranspiration rates calculated based on
Thornthwaite’'s method were adjusted using monthly factors from Washington County. The
DRAINMOD simulation was conducted for the time period from 1949 to 1993.

3.0 RESULTS AND CONCLUSIONS

Applying the Boussinesq equation with an equivalent K of 3.66 in/hr, depth to the aquiclude (ho)
of 10 feet, drainable porosity of 0.037, ditch depth of 1 foot, time duration of 14 days (5-percent)
and 33 days (12.5-percent), D=0.9, H=0.9, and F(D,H) of 13 , it was predicted that the drainage
impact of the ditch would be at least 13 feet for the 14-day scenario and 20 feet for 33 days.
DRAINMOD predicted that the ditch effect would be less than 115 feet for 5-percent of the
growing season and less than 1,205 feet for 12.5-percent of the growing season. DRAINMOD
results predict a zone of influence rather than a specific point in the landscape where hydrologic
influences are no longer jurisdictional. Model parameters and outputs are provided in Tables 1
and 2. A graphical depiction of the drainage impact from the project ditch to adjacent wetlands
is provided in Figure 2.
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Table 2. Drainmod Input/Output for Project Ditch

ANALYSIS OF WETLAND HYDROLOGIC CRITERIA for Lynchburg soil in Pamlico Co., NC
for FOREST: STMAX=2.5cm, STORR=1.5, thwtd=30cm/14days, Ksat=15,4.5, 15

Drain spacing = 7000.cm Draindepth= 30.0 cm

Number of periods with water table closer than 30.00 cm for at least 14 days (5-percent) during
the Pamlico County growing season. Counting starts on day 66 and ends on day 327 of each
year

No. of Periods of 14 _ -ong9est No. of Periods of 14 _ ~on9est
) Consecutive ) Consecutive
Year days or more with Period In Year days or more with Period In
WTD <30.0cm WTD < 30.0cm
Days Days
1949 0 0 1981 0 11
1950 0 9 1982 0 9
1951 0 11 1983 2 42
1952 1 15 1984 1 16
1953 0 10 1985 0 13
1954 0 5 1986 0 12
1955 1 19 1987 0 9
1956 1 19 1988 0 13
1957 0 11 1989 3 21
1958 1 18 ‘ 1990 0 10
1959 3 19 1991 2 19
1960 1 19 1992 1 17
1961 1 15 1993 0 10
1962 1 21
1963 0 12
1964 0 13
1965 1 15
1966 1 16
1967 0 10
1968 0 13
1969 2 20
1970 1 16
1971 1 15
1972 0 11
1973 0 7
1974 2 23
1975 1 17
1976 1 34
1977 1 15
1978 0 12
1979 0 10
1980 1 28

Number of Years with at least one period = 23. out of 45 years.



Table 3. Drainmod Input/Output for Project Ditch

ANALYSIS OF WETLAND HYDROLOGIC CRITERIA for Lynchburg soil in Pamlico Co., NC
for FOREST: STMAX=2.5cm, STORR=1.5, thwtd=30cm/14days, Ksat=15,4.5, 15

Drain spacing= 73,500. cm Drain depth = 30.0 cm

Number of periods with water table closer than 30.00 cm for at least 33 days (12.5-percent)
during the Pamlico County growing season. Counting starts on day 66 and ends on day 327 of
each year

No. of Periods of 14 Longes't No. of Periods of 14 Longes't
) Consecutive . Consecutive
Year days or more with Period In Year days or more with Period In
WTD < 30.0 cm WTD < 30.0 cm
Days Days
1949 0 0 1981 0 32
1950 1 38 1982 1 34
1951 0 28 1983 1 54
1952 0 29 1984 2 54
1953 0 21 1985 1 33
1954 0 20 1986 0 16
1955 0 24 1987 1 36
1956 2 51 1988 0 29
1957 1 38 1989 1 65
1958 1 46 1990 0 29
1959 1 41 1991 2 47
1960 0 23 1992 1 35
1961 0 21 1993 1 47
1962 0 25
1963 0 19
1964 2 43
1965 0 31
1966 0 29
1967 1 46
1968 0 22
1969 0 30
1970 1 42
1971 1 55
1972 0 21
1973 0 15
1974 2 52
1975 0 23
1976 1 34
1977 1 42 B,
1978 0 25
1979 2 50
1980 1 35

Number of Years with at least one period = 23 out of 45 years.
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Both methods have an ability to support different ditch morphology and features, suggesting that
use of these methods in evaluation of drainage impacts from highway ditches is applicable with
proper data inputs that fully reflect the differences between highway ditches and agricultural
ditches. Performing a comparison of output from both methods is recommended, because their
output can be used to predict the lower and upper limits of a range of drainage influence that is
likely to occur in real world conditions.

The Boussinesq Equation does not consider the hydroperiod in which the water table drops
below 12 inches, therefore the equation does not exhibit any relation to wetland hydrology.
Additionally, the Boussinesqg Equation requires that different lateral hydraulic conductivities for
separate soil layers be combined in a weighted average for use in the equation. Using only one
weighted lateral hydraulic conductivity is limiting in comparison to DRAINMOD, which allows the
entry of a different lateral hydraulic conductivity for each soil layer. This is an important factor,
considering that drainage in the Lynchburg Soil series is considerably different within three
separate soil layers that all occur within 80 inches of the surface. In Lynchburg soils, entering a
weighted average for lateral hydraulic conductivity has resulted in a lower overall permeability
than was measured in the field. The predictive outcome of the Boussinesq equation therefore
reflects a cumulatively smaller distance being influenced by the project ditch than may occur if
the hydraulic conductivity for all soil layers were considered.

DRAINMOD represents an alternative model that assesses wetland hydroperiods. DRAINMOD
uses the ellipse equation as a base-line component of the model. DRAINMOD assesses
variability in rainfall, other hydrologic parameters, and adds a time function (counter) that
predicts the ditch spacing required to lower the water table below 12 inches for a wetland
related hydroperiod. The results from DRAINMOD may have been influenced by shallow
dimensions of the project ditch and the marginal wetness that exists naturally in the adjacent
areas. In addition, DRAINMOD results predict a zone of influence rather than a specific
distance of influence. These results suggest that actual impacts to the wetland hydroperiod will
be somewhat less than the 115-feet maximum limit predicted by the model for the 5-percent
scenario and less than 1,205 feet for the 12.5-percent model.

In summary, two different methods were used to simulate the drainage impact of a special ditch
on the wetland hydroperiod within jurisdictional systems adjacent to NC-55 in Pamlico County.
The Boussinesq Equation and DRAINMOD model were utilized to predict the lateral extent of
the ditch impact on ground or surface water within one foot of the land surface for various
jurisdictional thresholds (i.e. 5- or 12.5-percent of the growing season). The Boussinesq
Equation determined that wetlands within 13 to 20 feet of the special ditch would be adversely
affected by ditch placement within, or adjacent to, wetlands which previously exhibited
hydroperiods of five to 12.5 percent of the growing season, respectively. However, it should be
noted that the Boussinesq Equation appears to be sensitive to changes in several equation
parameters, particularly hydraulic conductivity values. By combining hydraulic conductivities
derived from various soils layers and utilizing a mean value in the equation, variability in lateral
drainage characteristics within a particular soil type may be masked. The result could
potentially be an under-reporting of the lateral extent of drainage impacts on adjacent
hydroperiods.

DRAINMOD results indicate an impact zone of 115 feet to 1,205 feet within wetland with pre-
project jurisdictional hydroperiods of 5- to 12.5-percent, respectively. However, results are not
necessarily absolute and the data only infers that the jurisdictional status of the wetland will be
adversely affected somewhere within the reported zone of influence. In addition, the shallow

9



depth of the special ditch under investigation (i.e. less than one foot) and the lack of repetitive
sampling at several locations does not provide for a sensitivity analysis of reported results.
Model parameters were estimated based primarily on published information, supplemented by
limited field investigation and the modal concept for soil series in the region. Neither of these
methods was designed to model highway ditching activities since both models were developed
for agricultural ditches. It is recommended that additional sampling be undertaken at multiple
sites with similar soil characteristics in order to obtain a database of reliable, field tested
information for highway-related projects.
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1. Executive Summary

The proposed project, TIP No. R-2539B, involves the widening of NC 55 in Pamlico
County, North Carolina. The project extends from east of SR 1127 (Bayleaf Road) to
east of SR 1129 (Bennett-Tingle Road), a distance of approximately 6.2 miles. The
focus of this study is to determine whether or not indirect and cumulative impacts
resulting from the project will cause a violation of downstream water quality
standards. The report analyzes the area’s future growth potential, discusses existing
plans and programs affecting water quality, and makes a finding as to associated
water quality impacts.

Existing Growth and Development

Land use in the study area is primarily agricultural or forested with pockets of
residential and scattered commercial uses. Pamlico County’s land use plan indicates
that the development potential of the study area is limited due to physical limitations
and lack of urban services and utilities. Physical limitations in the study area include
flood hazard areas, 404 wetland areas, estuarine waters, special secondary nursery
areas, and poorly drained soil areas. Given plans to expand sewer service into the
study area, it is likely that some development will occur, especially along NC 55, even
without the widening of the roadway. Future development along NC 55 will likely be
service-type uses to support residential development, as well as travel-related
businesses. This development will be dependent on population growth. Pamlico
County and the study area experienced low to moderate population growth from 1990
to 2000. According to Pamlico County’s land use plan, most of the recent residential
development in the county “has been the result of residential construction along
estuarine shoreline areas.”

Existing Water Quality

The proposed widening of NC 55 crosses tributaries of Upper Broad Creek and
Goose Creek. According to the Neuse River Basinwide Water Quality Plan, prepared
by the North Carolina Division of Water Quality (DWQ), the portion of the Neuse
River that Upper Broad Creek and Goose Creek drain into is currently impaired. The
latest recommendations on this area of the subbasin advise continued monitoring and
implementation of the Neuse Water Nutrient Sensitive Waters strategy, as well as
implementation of the Neuse total nitrogen total maximum daily loads (TMDL).
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Water Quality Plans and Programs

Pamlico County has a land use plan certified by the Coastal Resources Commission
(CRC). The Division of Coastal Management (DCM) uses the plan to make Coastal
Area Management Act (CAMA) permit decisions and federal consistency
determinations. Proposed projects and activities must be consistent with the
enforceable policies of a local land-use plan or the DCM cannot permit a project to go
forward. Development in Pamlico County is also subject to the DWQ coastal county
stormwater requirements. All development requiring an erosion and sediment control
plan must obtain a stormwater permit and comply with the DWQ regulations.

Growth Resulting From Construction of R-25398

It is not expected that the widening of NC 55 alone will induce extensive development
in the study area. However, with the extension of sewer service into the study area, the
project will likely play a cumulative role in generating new development in the study
area. The project is expected to play a role in development decisions along the corridor
and in proximity to existing communities as permitted by local, state, and federal
regulations. Pamlico County’s land use plan states that the county will “particularly
discourage strip development along NC 55...”

Conclusion

= Development is expected to continue in the study area, especially where the
sewer service area is expanded. Non-residential development will be focused
on the NC 55 corridor. This development will be dependent on population
growth and, to a lesser extent, influenced by the widening of NC 55. Overall
development in the study area will be limited due primarily to environmental

constraints.

= Existing policies and regulations, including a CAMA land use plan, will
manage potential indirect impacts to the area’s water quality.

= The construction of TIP Project No. R-2539B is not expected to result in any
indirect or cumulative impacts that will adversely affect the water quality
within the Neuse River Basin.

= No further indirect or cumulative impact analysis is recommended for the
proposed project.
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2. Project Description

The proposed project, TIP No. R-2539B, involves the widening of NC 55 in Pamlico
County, North Carolina, from two to five lanes. The project extends from east of
SR 1127 (Bayleaf Road) to east of SR 1129 (Bennett-Tingle Road), a distance of
approximately 6.2 miles. The Environmental Assessment (EA) for the project was
completed in 1997.

3. Identification of Study Area

The study area was devised by examining the project’s location in relation to political
and planning boundaries, watershed boundaries, the role the facility plays in the local
network, and the development patterns of the region.

The study area is in western Pamlico County. The small town of Grantsboro is at the
eastern edge of the study area. The unincorporated communities of Olympia and
Reelsboro are also along NC 55 in the study area. Located in sub-basin 03-04-10 of
the Neuse River Basin, the study area includes drainage areas for Upper Broad Creek
and Goose Creek. (Information about the Neuse River Basinwide Water Quality Plan
is included in Section 4.8, Water Quality Plans and Programs of this report.) The study
area is shown in Figure 1. '

4. Analysis of Study Area
4.1 Demographic Characteristics

The 1990 and 2000 US Census data were used to gather information on the population
of the project study area. Block Groups 5 and 6 of Census Tract 9501 encompass the
study area for this project. The boundaries of the block groups and study area are

shown in Figure 2.

Population growth in Block Group 5 and Block Group 6 of Census Tract 9501 varied
considerably from 1990 to 2000. The population of Block Group 5 increased over 17
percent, while the population of Block Group 6 increased only 1.5 percent. In
comparison; the population of Census Tract 9501 increased almost 12 percent and the
population of Pamlico County increased slightly more at over 13 percent during the
same period. Population growth for the state overall during this 10-year period is
higher at 21.4 percent. Residential development in the study area mostly occurred
along and to the south of NC 55 in proximity to the Reelsboro community (Block
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Group 5). This growth resulted in an additional 151 housing units in Block Group 5,
according to census data. It is likely that these new residents use the NC 55 corridor to
access services and jobs in the area. Much of Block Group 6 consists of swamp land,
which explains the slower growth rates. According to Pamlico County’s land use plan,
most of the recent residential development in the county “has been the result of
residential construction along estuarine shoreline areas.”

Table 1. 1990 - 2000 Population Growth for State, County, Census Tract, and Block
Groups

2000 1990
Population Population % change
North Carolina 8,049,313 6,628,637 21.4%
Pamlico County 12,934 11,372 13.7%
Census Tract 9501 7,305 6,530 11.9%
Block Group 5 1,828 1,554 17.6%
Block Group 6 985 970 1.5%

Note: Grantsboro was recently incorporated and was not listed separately in the 2000 Census.

4.2 Local Economy

According to planning staff, the economy of Pamlico County experienced modest
growth in the 1990s. The county has a strong tourist industry that primarily benefits
the restaurants, motels, sports fishing, hunting, retail trade, services, construction, real
estate, and finance industries. In addition, government sector jobs add to the economic
mix. The North Carolina Department of Commerce indicates that 30.4 percent of the
workforce is employed in the government sector. The service sector followed with
24.6 percent and the retail trade sector followed with 19.3 percent. In the study area,
many of the businesses are service-related businesses located in residences.

4.3 Existing Land Use

The study area is primarily rural. Overall, land use is mostly agricultural or forested
with pockets of residential and scattered commercial uses. Residential development
includes mostly single-family houses developed linearly along US 55 and NC 306.
Commercial uses are also scattered along NC 55, but concentrated in Reelsboro and
Grantsboro. Commercial uses in the town of Grantsboro include a gas station,
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restaurant, and a post office. In addition, commercial uses include service-sector
businesses located in single-family residences throughout the study area. Several
churches are also in the study area. Weyerhaeuser has numerous logging operations in
the area. Because NC 55 is the primary east-west route in the county, study area
residents likely use the roadway to access jobs and services.

4.4 Natural Environment

Geographically the study area is in the Neuse River Basin, the third largest river basin
in North Carolina. Specifically, the project is in subbasin 03-04-10. The southern
boundary of the study area is the Neuse River. Upper Broad Creek and Goose Creek
are the major streams in the study area. The project will cross several tributaries of
these creeks, including Sasses Branch, Deep Run, and East Fork Goose Creek. Other
tributaries in the study area include West Fork Goose Creek, Deep Run Branch,
Simmons Branch, Black Creek, Gaston Swamp, Cypress Creek, and Alexander
Swamp. Both Upper Broad Creek and Goose Creek are Class C swamp waters, and
transition to Class SB, then Class SC swamp waters before reaching the Neuse River.
The Class C designation refers to waters suitable for aquatic life propagation and
survival, fishing, wildlife, secondary recreation, and agriculture. The Class SC
designation refers to tidal salt waters suitable for aquatic life propagation and survival,
fishing, wildlife, and secondary recreation; the Class SB designation refers to tidal salt
waters suitable for primary recreation. The swamp water designation is a supplemental
water classification including waters having low velocities and other natural
characteristics, which are different from adjacent streams.

The study area contains a large area of pocosins and wooded swamps (404 wetlands).
Because of these areas, the mostly forested character of the study area has been and
should continue to be preserved.

4.5 Zoning

Neither the town of Grantsboro nor Pamlico County currently has zoning ordinances.
However, the county updated its subdivision ordinance to improve the regulation of
subdivision construction.

4.6 Land Use Plans

Pamlico County is required by the CAMA to have a local land use plan in accordance
with guidelines established by the CRC. Pamlico County’s land use plan was certified



by the CRC in 1992. The CRC guidelines require that the following five issues be
addressed in the plan:

= Resource Protection,

=  Resource Production and Management,

=  Economic and Community Development,

=  Continuing Public Participation, and

= Storm Hazard Mitigation, Post-Disaster Recovery, and Evacuation Plans.

Pamlico County’s Land Classification Map indicates that the majority of the study
area, especially on the south side of NC 55, is classified as “rural with services.” This
classification refers to very low-density, primarily residential areas, where water
services are available to avert existing or potential health problems. The
unincorporated community of Reelsboro, on NC 55, and the town of Grantsboro, on
the eastern edge of the study area, are classified as “community” areas. This
classification refers to low-density, developed areas where only limited public services
are available. Grantsboro does not have a separate land use plan.

Most of the study area north of NC 55 is listed as an “‘Area of Environmental Concern
and other Fragile Areas” in the Pamlico County 1992 Land Use Plan Update and is not
likely to experience development. (Note: Fragile areas are defined as areas that “could
easily be damaged or destroyed by inappropriate or poorly planned development.) The
Pamlico County Land Classifications map is shown in Figure 3.

In addition, Pamlico County’s land use plan includes a number of transportation
policies. The land use plan specifies that the county should regulate future growth and
development along transportation routes. Concerning the NC 55 widening project, the
land use plan states that the county will “particularly discourage strip development
alongNC55...”

4.7 Water and Sewer

Pamlico County provides water to the developed areas of the study area. The county’s
water system includes water lines installed along most of the major roads in the county.
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The water system is supplied by aquifers and is currently operating at approximately
40 percent capacity according to the Pamlico County Water Department.

Pamlico County’s 1992 Land Use Plan Update notes that much of the county is not
suitable for septic tanks due to poor soil permeability. However, most of the residents
in the study area rely upon individual septic tanks for sewage disposal as there are no
wastewater treatment or disposal facilities serving the entire study area. An
independent sewer district authority, the Bay River Metropolitan Sewerage District, is
Pamlico County’s sewer service provider. The sewerage district currently serves only
the easternmost portion of the study area. However, work to extend sewer service
westward to the Reelsboro community will begin shortly and is scheduled to be
complete within two years.

4.8 Water Quality Plans and Programs

As stated above, the CAMA requires Pamlico County to have a local land use plan in
accordance with guidelines established by the CRC. The land use plan adopted by the
county includes sections on natural resources and fragile areas as well as the
importance of marine resources. The land use plan also includes a broad policy
statement concerning the county’s protection of its natural resources as future
development occurs. It is Pamlico County’s policy to cooperate with the North
Carolina Department of Transportation (NCDOT), the North Carolina Division of
Environmental Management (DEM), and other state agencies in mitigating the impact
of stormwater runoff on all conservation classified areas. The policy goes on to state
that the county will actively support the DEM stormwater runoff retention permitting

process.
4.8.1 Neuse River Basinwide Water Quality Plan

The Neuse River Basinwide Water Quality Plan specifically addresses the status of
Upper Broad Creek and Goose Creek and the section of the Neuse River that they drain
into. The portion of the Neuse River that these creeks drain into is currently impaired.
Ambient monitoring stations have been set up as part of the Neuse River Estuary
Modeling and Monitoring project (MODMON). In addition, a benthic
macroinvertebrate monitoring site has been established on Upper Broad Creek where it
crosses NC 55 and on Goose Creek near SR 1100. The latest recommendations on this
area of the subbasin advise continued monitoring and implementation of the Neuse
Water Nutrient Sensitive Waters strategy, as well as implementation of the Neuse total
nitrogen total daily maximum loads (TMDL). Because of the complex nature of
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estuarine waters, longer periods of data collection and monitoring of management
strategies will be needed before water quality goals are met.

The DWQ requires facilities that discharge to any of the state’s surface waters to have
a National Pollution Discharge Elimination System (NPDES) permit. The permit
includes effluent limits that define the load of specific pollutants that may be
discharged. According to Section B — Chapter 10 of the Neuse River Basinwide Water
Quality Plan, there are 19 NPDES wastewater discharge permits in Subbasin 03-04-10.
None of these dischargers are in the study area.

Pamlico County is required to comply with the DWQ coastal county stormwater
requirements. The goal of these requirements, as with other stormwater programs
administered by the DWQ, is to protect surface waters by preventing pollution from
entering the waters of the state via stormwater runoff. All development requiring an
erosion and sediment control plan must obtain a stormwater permit. The stormwater
regulations require developments to maintain a low density of impervious surfaces,
maintain vegetative buffers, and transport runoff through vegetative conveyances.
Where the low-density criteria cannot be met, the installation of structural best
management practices (BMPs) is required to collect and treat the development’s
stormwater runoff.

4.8.2 Other Programs

Programs are in place to minimize direct, indirect, and cumulative impacts due to the
construction of the proposed project and other NCDOT projects that will be built in the
study area. These requirements, which are specific to the NCDOT, are precautions
taken to protect water quality in the study area and downstream. The NCDOT
activities such as general maintenance operations and facilities, construction operations
including temporary erosion and sediment control, and project planning and design
must comply with standards set forth in the NCDOT handbook titled, “Best
Management Practices for Protection of Surface Waters.” BMPs include preventative
and control measures undertaken to avoid or reduce water pollution.

A NPDES permit that applies throughout the state on NCDOT-owned right-of-way
was issued on June 8, 1998. Requirements contained in the permit address a broad
range of NCDOT activities. Included is a requirement for development of a procedure
to document newly constructed stormwater outfalls and add them to a stormwater
system inventory of existing facilities. This documentation process will include the
development of project stormwater management plans.
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5. Analysis of Future Growth Potential

Future development in the study area will be primarily influenced by environmental
constraints and the availability of water and sewer infrastructure. Environmental
constraints in the study area include flood hazard areas, 404 wetland areas, estuarine
waters, special secondary nursery areas, and poorly drained soil areas. Although
adequate water supply does not seem to be a concern in the study area, the availability
of a centralized sewage treatment system is limiting growth to some degree in the study
area. Development regulations and policies, transportation infrastructure, and
population growth also play a role in the development of the area.

According to the Pamlico County 1992 Land Use Plan Update, there are limited areas
of Pamlico County that are suited for development. The plan predicts that
environmental constraints will limit development and “restrict expansion of the
county’s water and sewer systems and cause all development to continue to be
.concentrated along shoreline areas and in “corridors™ along state and secondary roads
in the interior areas of the county.” Development is likely to occur in incorporated
towns and rural communities. In the study area, development is likely to continue
along the NC 55 corridor, especially in sewage system expansion areas.

6. Summary of the Effects of the Project

The Council on Environmental Quality defines indirect impacts as those, “. . . which
are caused by the action and are later in time or farther removed in distance, but are
still reasonably foreseeable (40 CFR 1508.8).” Cumulative impacts are defined as,
“. .. impacts on the environment which result from the incremental impact of the
action when added to other past, present, and reasonably foreseeable future actions
regardless of what agency (federal or nonfederal) or person undertakes such other
actions (40 CFR 1508.7).”

Indirect impacts of transportation decisions can involve changes in the type, density,
design and locations of development. Influences or disturbances caused by urban
development such as increased runoff from impervious areas, erosion and
sedimentation, disturbance of riparian vegetation, development in the riparian zone,
and pollutant loading can have a cumulative effect on future water quality.

1t is likely that some development will occur in the study area, especially along NC 55,
even without the widening of the roadway. The expansion of the sewer service area
will largely influence development decisions in the study area. Future development
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along NC 55 will likely be service-type uses to support residential development, as
well as travel-related businesses. This development will be dependent on population
growth. Pamlico County and the study area experienced low to moderate population
growth from 1990 to 2000. According to Pamlico County’s land use plan, most of the
recent residential development in the county “has been the result of residential
construction along estuarine shoreline areas.”

The widening of NC 55, which will accommodate increasing traffic in the area, will
play a role in development decisions along the corridor and in adjacent areas as
permitted by local, state, and federal regulations. It is not expected that the project
alone will result in increased development in the study area. However, with the
extension of the Bay River Metropolitan Sewerage District west to the Reelsboro
community, the project will likely play a cumulative role in generating new
development in the study area. The roadway design, as a five-lane facility, will also
play a role in development decisions. Future development will continue to be limited
by local regulations and environmental constraints.

Conclusion

Development is expected to continue in the study area, especially where the sewer
service area is expanded. Non-residential development will be focused on the NC 55
corridor. This development will be dependent on population growth and, to a lesser
extent, influenced by the widening of NC 55. Overall development in the study area
will be limited due primarily to environmental constraints. Existing policies and
regulations, including a CAMA land use plan, will manage potential indirect impacts to
the area’s water quality.

Although some development is expected in the study area, the overall indirect and
cumulative impacts resulting from the construction of TIP Project No. R-2539B are
expected to be minimal because of development limitations and regulations.
Therefore, it is determined that construction of TIP Project No. U-2539B will not result
in indirect or cumulative impacts that will adversely affect water quality within the
Neuse River Basin. No further indirect or cumulative impact analysis is recommended
for the proposed project.
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LEGEND

—\WLB WETLAND BOUNDARY

L
< ¥ ¥ ) WETLAND
L
7 DENOTES FILL IN
o WETLAND
/// DENOTES FILL IN
%/} SURFACE WATER
7 DENOTES FILL IN
W SURFACE WATER
(POND)
WDENOTES TEMPORARY
71 FILL IN WETLAND
7 DENOTES EXCAVATION
/) IN WETLAND

L7 / DENOTES TEMPORARY
L] . 8

A FILL IN SURFACE
WATER

.%",." | DENOTES MECHANIZED
L CLEARING

F . < DENOTES WETLAND
NP RESTORATION

-~<— <<— FLOW DIRECTION

&_/ TOP OF BANK

~—YE __ EDGE OF WATER

L __ PROP.LIMIT OF CUT

— - PROP.LIMIT OF FILL

——\— PROP. RIGHT OF waY

— - NG— — NATURAL GROUND
— Pl _ PROPERTY LINE

— —— TEMP. DRAINAGE
TOE EASEMENT

— PDE—— PERMANENT DRAINAGE
EASEMENT

—EAB— EXIST. ENDANGERED
ANIMAL BOUNDARY

—EPB— EXIST. ENDANGERED
PLANT BOUNDARY

N WATER SURFACE

X xxx LIVE STAKES

® BOULDER

= ——— COIR FIBER ROLLS

PROPOSED BRIDGE

— —

j:( PROPOSED BOX CULVERT

jrmmm——]  PROPOSED PIPE CULVERT

(DASHED LINES DENOTE
EXISTNG STRUCTURES)

{}? SINGLE TREE . -

™Mo WwooDS LINE

DRAINAGE INLET

_
&
©

RIP RAP

ADJACENT PROPERTY OWNER
OR PARCEL NUMBER
IF AVAILABLE

PREFORMED SCOUR HOLE

N. C. DEPT.OF TRANSPORTATION
DIVISION OF HIGHWAYS

PAMILCO COUNTY

PROJECT: 8.1170901 (R-2539B)

NC 55 FROM EAST OF SR 1127 TO EAST OF
SR 1129

SHEET L‘ or Ub

07/ 01/ 2002




PROPERTY OWNERS

ADDRESSES

PARCEL NO. NAMES
| JUDY C SPEIGHT 1233 BROAD CREEK RD
NEW BERN, NC 28560
JULIAN B BROUGHTON, JR. RT.I, BOX 1378
2 0 NEW BERN,NC 28560
RICHARD DEAN & RONALD HARDISON 6302 HIGHWAY 55
3 DE ALD HARDISO NEW" BERN, NC 28560
RAYMOND E DUNN PO BOX_I389
4 E DU NEW BERN,NC 28563 .
OSCAR A KRECHEL, JR 4493 HIGHWAY 55
5 EL. J NEW BERN, NC ~28560
LESLIE REEL BRINSON, ET A PO BOX 56
6 EL BRINSON, ET AL GRANTSBORO, NC 28529
AILEEN S LEE 4849 HIGHWAY 55 E
! NEW BERN, NC ~28560
8 WILLIAM G CAHOON 5025 HIGHWAY 55 F
NEW BERN, NC ~28560
9 CLARA R BANKS 3058 JANERIO RD
ARAPAHOE, NC ' 28510
EVELYN M STEPHENS S07IHIGHWAY 55
10 EL NEW BERN, NC > 28560
I JOHN C PETERSON 5291 HIGHWAY 55
NEW BERN, NC~ 28560
12 ALBERT ROACH 5264 HIGHWAY 55 E
NEW BERN, NC 328560
3 MAURICE W BENTON PO BOX 125
STONEWALT, NC 28583
14 CLAUDIA B ROACH 349 CARMAL DR
MELBOURNE, FL = 32940
5 ELLEN B JOHNSON 1804 MASHBURN CIRCLE
KINSTON. NG 28504
6 D KEITH TYNDALL 6701 HIGHWAY 55
NEW BERN, NC~~ 28560
7 HOWARD A REEL 7726 HIGHWAY 55 E
NEW BERN, NC ~38560
JERRY CASEY 7389 HIGHWAY 55 E
8 NEW BERN, NC 28560
9 RUBY GOODWIN 3 4 55 €

N.C. DEPT. OF TRANSPORTATION
DIVISION OF HIGHWAYS

PAMLICO COUNTY
PROJECT 8.1I7030I (R-2539B)
NC 55 FROM EAST OF SR 1127 TO EAST OF

SR 1129
SHEET 5 oF D 05/22/2002




PROPERTY OWNERS

NAMES ADDRESSES

PARCEL NO.
FH REEL JR HEIRS
20 ALLEN K HARKER 7726 HIGHWAY 55 E
MYRTIE REEL LEE, HEIRS NEW BERN, NC ~28560
LESSIE REEL BRINSON
2l ALICE B REEL BRIDLETORONG 28519
22 CAROLYN L DAVIS NEW- BERRIAC Bebso e
23 JAMES W LEE ?ASO'IgEI(-:igE§T§IYTY(,:IN%B Y357
24 MRS ROY CURTIS ISRNGREL ST U 2218
25 ELSIE SPIVEY NEw BERN NG *%Fadbo
26 LOTTIE NILES, HEIRS RS AP AENE N 23305
27 MARY BROWN NEWCBERNONC 28560
27A NEHEMIAH WOODARD 8ars BHEV,V;J\,-, e E 28560
28 BEASLEY FM ACQUISITION GROUP CORP EJ%EE@,V}ELRAﬁ%:s #200
29 RWR LOGGING, INC. ROt BsBoR0 R 27530
30 JAMES R KRAUSS NEWCBERN, NG| 385600
3 JOHN T' HERRING, JR. ﬁlgow AEF&NF’?T,\]CR 28560
32 ELIZABETH HARRIS WOZNIAK EﬁgthAE, \?JRE2E3T847

N.C. DEPT. OF TRANSPORTATION
DIVISION OF HIGHWAYS

PAMLICO COUNTY
PROJECT 8.17090! (R-25398)
NC 55 FROM EAST OF SR 127 TO EAST OF
SR 1129
SHEET (p OF Y (y 05/22/2002




c00c 81/al
€O/ +O/ 0 "ATY

N mﬁnmmzm

.

621 S e
4O 1S¥3 0L L2l ¥S 40 1SV3 WOY¥4 S5 ON
(86552-9) 1060118 103r0dd

ALNNOD 031NMKWvd

SAVMHOIH 40 NOISIAIQ
NOILV1dO0dSNVYLl 40 °1d30 "O°'N

| AlS ..

ININY3TD PRI
03ZINYHIIW SILONIA [ * * + »

ON®TL3IM NI

/7
va
NOILYAYIX3 SILONIA \\W \w\\

)}

(G EIIENERE

| R
n‘w._nmmrl.mmm%ﬂul..l
i ¢
I o

)\ 7
L 2 -
o A\ ee
=3
M7Y (.0ON BFOE "1SIX3 /% / <3
—_—— T T T - muzs osk
el //‘
1s8 19 SS N M ﬁ\
i > !
T I 7 T T [ — '

T T
e

!
sy (GB0 gr08 "1S1N3 &

= ==\ = (=={ON0J §if
1 8\

814 OH

R

QYVAINA

&

!
_
T
|
o
| i
. 1
L]
|
D
L

C\
L\

PSSR

LT 99 +9% OL

0€ +9% "V.LS -"I-

I HLIS




—

<£002/81/7¢1
£050/F0 "A3Y

Oj uO@ L33HS
ki
62l 89S b
1Sv3 01 22 ¥S 4O 1SV3 WOdd4 GG ON
(86£52-4) 1060L1I'8 1J3royd

KAINNOD QJITWVd

SAVMHOIH 40 NOISIAI]
NOILVLIYOdSNVYL 40 "1d430 "3'N

40

INIHY3T1D v x =
Q3ZINYHIIW STLONIA [ * * * '+

aNYTLIM NI :
NOILYAGIXT muPOZMOAmw 3

038 Wv3yls

Y431LYM 3IY4HNS <
NI 1714 S3LON3Q g

ONYTL3M 7
NI 7114 S3ILON3O

S5 N

158 [9

M/d L.00D_gb

~F5

=

JHOH)

[slelel R 3077

31

| ———
ﬂMmmnn.fd.%?J!rJ G

]
A

1] 4]

LT 00 +19

OlL 0L +6% VIS -"I-

G




c002/81/21 40y 133HS -
CO Q- FO TA3Y Oj T o

6elt ¥S b
40 1Sv3 0L /[ZIl ¥S 40 1Sv3 WOY4 GG ON
(G6E€GZ-Y) 1060LI1'8 L03r0dd

ALINNQD OJIMNVd

SAVMHOIH 40 NOISIAIQ
. NOILV1HOdSNVYL 40 "1d430 "O°N

¢ 'S ,.

NI 7714 S310N30

03ZINYHIIW S3ILON3AQ |« * » «

ONYT1L3IM i es \.\m_\

INIYEY 3D LA

T (¥/[812)
[ [ .
& ANINFSVI ~7-00009+ (0689)
Y ISNOD wig
' -7-000°0F+
3 3 3 3
M4 1.000 8Y°0E-1S1X3 - 3 3

AJVONNOE ALYIJONd JIYOLSIM/Y 100N 8b°0F "LSIXI

158 £9 S5 W 3.¢°vF .82 .68 S

T T T I — T T

--

LT 09+¢9 O $6+¢9 "V.IS -"[-

¢

=

HLIS




200¢/81/¢l oh .,_OO— 133HS 2

: X INIYY 313 I ONYIL3IM NI 00011 = 31975
FO/raree Smmm__ uS | 03zmvenazns3tonaa | +fs %t | no11vaGax3 muhozua\\m\k\ o
, 3 { 0 -
40 LSv3 0L 12 ¥S 40 1SV3 WO¥d S5 ON _ 2
-4 ’ ONYTLIM ALY3AEE] RO LEHY R
(0E5CT8) 1060218 LI3r08d NI 71714 mhwkozm_o \n_\ aNYTL13M S3ION3a |- . " ]

ALNNOD OJINMNVd

SAVMHIIH 40 NOISIAIQ
NOILV LHOdSNVYL 40 "Ld3Q0 "I°N

b A | | %

T s

il St 7

—_—
e e —

wg&@zﬂ.&m@m_: AYVONNOE_ALYH3d0¥d 1SH
- Phd 3 < r3 r *
-

gw—et—i\ 39509 Juom i <l . . . 549 2°0 £ 00, g2 T — — —
/ . ci\ Mo It L8 L .. . . SHToEon » =
=¥{d-wo-za= Ny ‘\HH“H““\\\.\

— 1 S PP B —— S

" Zoamg Seom
AV HONIF L

*

00+65.

LT ¥ LY 0F+Z2L OL 8 +F.L VLS -I- F HLIS




50785750 Oh 40 |y LaHS

6CIT US JO LSVd
01 LGIT ¥S JO LSVI WOUA ¢S

(H6£56-W) T060LTT'8 . LOALOUd

ON

ALNNOD OJI'ITNVd

SAVMHOIH 40 NOISIAIA
NOILLV . LYOdSNVY.L 40 Lddd O'N

J) 08+ 09+

LHITH

7 |N
GNNOY9 “WYHNIVN - —
Z = \ A7 D |
T 7273 7]
"MHO W REEE)

P HLIS

ATVOS TVOLLYAA T”ﬂmﬂ

wg o w
HITAOUd
ATVOS TV.LNOZIYOH ]ﬂmﬂ
wog 0o wol
okt 02+ Q) 0+ 09+ Ot 02+ CJ
P /\
S0 NOLLYAYIX2
||||| - 1477
» ~~__ / UNNOYI TWHNIVYN
] . et —~ /////
\ ?\lllulll \ ///////

e sttt .

3901449 9NILISIX3

Z6PE'3(+) = 29
Z0SG0-) - 19
wezgt = A
b49G -9
00¥g+/.L - Id

JOVHI QV0Y ONILSIX3F

-
/082°0-
126G =139 06 = MINS
woz ® SMWWJS G #052°0(-) = 29
SYIQYIH FLIHONOD Av093(-) - 19
03SSIHLSTYS Wwgel | wol L = A
-1- #0+9/ VIS 8129 =13

390149 03S0408d 3

0060+G/. - Id




30 /3% /%0 on JO U Pw.wmm

61T ¥S 40 LSVH
OL LGIT ¥S 40 LSVI WOYd $§ ON

(H6£56-W) 106021T'8:LO0drOdd

ALNNOD OOI'TKWVd

SAVMHODIH 40 NOISIAIA
NOILVLYOdSNVUL JO Lddd O'N

J)) 08+ 09+

390148 9NILSIX3F

ATVOS TVOLLYEA ﬂﬂ.&ﬂ

Vo HILIS wz 0 w
A TTHOHd
GAAIS HLOOS) ATVOS 4<&ZONEQEE©]HHQN i
HOATHY MN¥MOM |
AN VYOdIWA.L
I R
Ob+ oz+ 9 09+ 09+ Ob+ ozt G

FI0IHEG XHOM \

AYYYOINT L

— — ONN0Y3 VINIvN
~
— —
—

—_——

3avy9 avoy ONIASIX3I




20733750 Op 90 ¢ TAES

6GTT US JO LSVH
QL L&1T ¥S 4O LSVI WOUA §§ ON

(d6£56-0) T060LIT'8:LOATOYd

ALNNOD OJI'INVd

SAVAHOIH J0 NOISIAIA
NOLLV LYOdSNVYL J0 ' Lddd O'N

J) 08+ 09+
0
aNIOY VIR
c j —
e
7 o

P HLIS
HITAOUd
(HdIS H.LYOND
HOATIYE NYdJdOM
A AV JOdWH.L

9/

Oc+ 08+

ATVOS TVOLLYEA Hﬂmﬂ

wg o w
ATVOS TV.INOZIMOH ﬂ”ﬂﬁﬂ
wog 0 wol
09+  Opt 02+ G

390148 ONIISIX3 \_F901H8 XYHOM

AYVHOINT L

-
—_—
—_
—_—

Javy9 QvoY ONI ISIX3F




30785790 Oy 90} LTHIS :
n hi ANY1L3IM
63T US 40 ISVd NI 717114 S3ILON3C prem—a
OL L3IT ¥S JO LSVA WOUJ §¢ ON 4 wo's 0 wez
(€683 10602118 :LOAT0Ud
. ALNNO3 OOI'TWVd | P ALLIS
SAVMHOIH Jd0 NOISIAIQ MATA NOILLOS
NOLLV LMOdSNVYHL 40 Ldad 0N | |
G<c oc Gl Ol g 0 G- Ol- G/- Oc- Go-
0 . | 0
I - AVYMOVOY ONILSIXF ,
N~ T~ ~— - .§ <
G _ , _ g
ws/w Szo0 w/w 200
AYMAYOH GFSOLON
Ol O/

Ob+// 01 390149 H0 ONF WOHH OGNV F901HE NIOFE 0L G8++¥/. WOYH
AVYMOVOY MIN H0 NOILOFS WIIdAL .




£002/90/01  Qh ZA 40 s1133HS

a3z B w0 [ 0NC —
40 1Sv3 0Ol 2l MM: n_wn_um 1SV3 NOY4 S§G ON 431YM JIV4HNS
(86552~ 1060118 103royd NI 14 S3L0N30
ALNNOD 02ITNVd _
SAVMHOIH 40 NOISIAIQ NI 0y 8310n3g

NOILV1HOdSNVYHL 40 1430 *J°N

Ws____""T

N0 wu 00

[ _ axssi

LT ® 1LY 00+88 OL $8+18 VIS ~T- ¢ HLIS




200z/81/21
€CQ/F0/F0 "A3Y

Of m@— 133HS

L9

ONYILIM Y, \.\

NI 7714 S310N3d

INIYY 3T
03ZINYHI33W S3L10N3A

0001 1 = 31757

5

62l 4S ha
40 1Sv3d 0L 12l ¥S 40 LSV3 WOH4 SS ON
(86€62-d) 1060LII'8 133r0yd

e
A

ALNNOD ou_n.__us_<m
SAVMHOIH 40 %_m_z
NOILVIHOdSNVYL 4@/°Ld3Q "O'N — Py
QV i .\ m ! . S8 LAST . _HM W29, P
- ..u . - 1dv ¥8st
_ ) sna was!
3 _9
AdONYI 3
U
lllll = ﬁ..olow.mw..pmm. v
il == =7 [ 2 —
::::::::: M\ S sig / osL 05t —
.\{ T m n — 1 ___ w T I 1 !
] ’ // ~\ | ,._. P - -
° i1 e Giaa T o
_).J = .‘»«r i — : ] VA Z 1743 Pa <2 PR e A ¥ — D - MY LOOb 3rTOgLties
3 . —Nm 3 _. R ml;rm..(e ™ n..m,_. N w? P IJII‘_JF{.”IJ
& X | __ i * . . i i3 —
: —M . * ! P 0l .
O s X 1 mo * : . v w ' _ ass! ‘ (3]
s 1 4 * } . . B .
” W e ° ¥ * . . T
! ] % Cx % % o= . :
E %]
\(\WKW __ __ * * " @ Nr ®
oo 3|} " * -
083zva Q M 3 : \~ ! =~ * .v <
..M” asst - — - ._ . % m % 4 m
B _ . & m k
b B . : * O = f 8
LT B LY 99+20T OL € +601 "V.ILS -"1- 9 HLIS




2002/81/2 40 1L33HS ]
coirorn oz AR ONIY93 19 g
_ e21 uS . 03ZINGHIIW SILONIA | x = % " At
40 1S¥3 0L .2l ¥S 40 1Sv3 woy4 S& ON
(86£62-9) 10602118 133r0dd ONYT1LIM |
NI 1314.S310N30 ﬂ
ALNNOD 01TV ; ;
SAVMHOIH 40 NOISIAIQ v Ry

NOILV LHOJSNVYL 40 "1d30 "O°N w{é} ey

R £3475 g

X ! g

*r » N P
| x x WV
.w,m.:, o

@ JNNT4 "ONOD a3141Ia0N
x

00« oy

I~
S
=
D |

LT ® LY 05+0IT OL 0% +801 V.LS -"I-




200281721 oh Lo@_mmzm
€0/+0/F0 "A3Y - ONIYY 3713 MNP ONYTL3M
62l ¥S - Q3ZINUHIIW S3LONIA [ ¢« + "« NI 1714 S3L0H30
40 1S¥3 0L L2 ¥S 40 1SY3 WO¥4 S5 ON
(86£62-Y) 1060118 103r0Yd
ALNNOJ 0QOITWYd

SAVMHIIH 40 NOISIAIQ
NOILY I HOdSNVYL 40 "1d30 "O'N : s

1z 21/s

009
_ e 87 .,
\M“nfh-flﬂ\ww.lﬁl\‘\w:ﬂw‘-h%d — = E: &
o B L L [ E T T
IU%H«%. I e e Nl

3 7 3INNT4 "ONOD Q31JIGON

o0+2!
00+
S

4 1.

L1 ® L4 0C+2ll OL 0§+0IT VIS ~I- £ HLIS




CEe32t)
Q.u%mm\__w,mw oh*p\ Q37INGHO TN S3LON3A [ 750t Y N v 000111 = 3195
: e@w —!

621l JS
40 1Sv3 0L /2 ¥S 40 LSv3 WOdd SS ON HILYM JIVHHNS
(86€G2-4) 1060118 L33rodd NI 7714 S310N3A

ALNNO
NNOJ OJITWVd aNYTLIM

SAVMHOIH 40 NOISIAIQ NI 7714 S310N3d
NOILVLHOdSNVYHL 40 "1d30 "J°'N

. HOIIVY
NINSDVNVIN WI8Y09 40 AIC

€002 6 2 190

a3AIEI3IY

LT ¥ LA 00+FIT OL 0% +801 "'V.LS -"1- £ HLIS




NOON\.m_.\N_ mohqum
CO FOEO TAJY Oj vf

bcll dS N

40 1SV3 0L L2 ¥S 4O 1Sv3 NWOY4 S§
(96¢£62-4) 106021'8 133r0dd

AINMOD 031NV

SAVMHOIH 40 NOISIAID
NOILY1HOdSNVYL 40 "1d43d "N

KON

tai's .,
€ f__ ;

1! @

J3 cr

]
[ [
i

“u 2
/ ) ]
”h\ -
< ey /
el
1
!
1

9

~
-
S

N

| _30 R
- - - -

4

INIYv 312
03ZINYHI3IW S3ILON3A

43LvM 3FJIv4dNS
NI 7714 S3L0ON3d

ANYTIL3M
NI 1714 S310N3d

[ 12
! ‘;. Aw
ror o fl
[ .,n.
[ T
W @:I
[} b N
\_ ‘.u _ \
x| g% i
QTM_.. ~\
R TE »
Fadh @ b
Ha§ R
x| 1< \_
[ 1§ :
1og !
: 1
1 L]
|

MATCH TO SHEET

& 1'3” -

000151 = 370 ,
o -

LT ® Ld 00+FII OL 0¢+3ll VIS -1-

L ALIS




oh d0 02 Fm—mm.mww

80/3%8/%0 YILYM 3IVIUNS
OL ZGTT ¥S 40 LSVA WOdd $¢ ON wz 0 w
(6255 106018 LOAr0Yd .
! L ULIS ATVOS "TV.LNOZIYOH Tlhﬂmﬂ
. ALNNOD OOITWVd
| HTIAOHd woz 0w
SAVMHOIH A0 NOISIAIQ
NOILV.LYOdSNVY.L 4O Lddd O'N
m
|
|
2/ Oc+ Or+ 09+ 08+ /] Oc+ Ov+ 09+ 08+ £/
14
2804 Z1 X 21 B 21 X &1
40 NOISNFLXT GIS00¥d A
TS MO74 MOT
9
x\\q%o% WHNLYN
—— \\l\[\/
1% Nl\nég%@ INILSIXT —
l\ £81820+ O 211620~
o : AVMOVOY GISOH0YS
w oy = oA
w 6 = 13

00000+£1 = Id

ol




Lo
20 /35 /%0 Oy 90 | Z LadHs

61T YUS JO LSVH
OL LGIT ¥S A0 LSVH WOYUAd §¢ ON

(€6258-) 1060118 LOHIOUd

ALNNOD OJI'THNVd

SAVMHOIH 40 NOISIAIA
NOILV.LYOdSNVYL A0 Lddd O'N

Ol

Gl

NE TS wwﬁozmo \u\\\\u\ worc
L HLIS
MHIA NOLLOYUS
A R U R T
0l G 0 G- 0l- G/~ 02-

AVMOVOY ONILSIXF

W/W G200 W/ 00

/\G\\qu\Qm 04504044

00+¢¥Il 01 0S+80/ NWOH 4
AVYMOY0Y MIN H0 NOILOFS IVIIdAL

0 wsyg

— T — JE—
_— PG EFT R AT
§3

o/

Gl




2Q0e/8l/<l E 133HS
€0/ F0/F0 "A3Y 07 ON\N

ko
621 ¥S ks
40 1Sv3 0L 22 ¥4S 40 LSv3 WOY4 G5 ON
(46€52-4) 1060218 123r0dd

ALNNOD OJITTNYd

SAVMHOIH 40 NOISIAI]
NQILV LHOdSNVYL 40 "1d430 "I'N

QOO+ = 35T

DZHW_CM_I_U ¥ «* *«*& ) a...ﬁ;n?ﬁnﬁdnfmw.m
03ZINUHI3W SILONIA | « + + » o,_, .,%,,
ANYTTL3M A
NI 9714 S3lon3a LALAL

|
<

] M0 ww 0Sk) I &
mﬁbm _ \
5 > | , - X}
T ™ | VR *
// Ty
RN .
‘.\'\r\«\ Q _ ~ ] Q Q
: 3, ; 15z
w! d £o &
S ey M\
3 o 3% 3——
— < " M/Y LOON 8b°0€ ‘L
os: N f IV EN woal) all S -
== LL.JH{J.R!W S 2 mehl uL R 3
AN \\ F, [<he) a2 .
[ Ea— T “ T 58 79 _Sa N

w

. SONVILIM 3A08Y
NOILVA3TE [¥3ANI 3did

x

00+8l1l

—

LT 09 +8T1T OL 06+ 11 V.S -I- 8 LIS




CO/FO/FO "AJYH
62l 4S

200781721 Of n_o“N_.m_mzm

L

| .

40 ISv3 0L /& dS 40 1Sv3 WNOY4 SS ON
(§6£6<2-4) 1060.1'8 1 23r0dd

AINNOD OJITNVd

SAVMHOIH 40 NOISIAID
NOILV1HOdSNYYHL 40 "1d30 "O°N

&

L AH!S

AONYTL3IM
NI 1714 S3LON30

INIYY3 D ot
03ZINYHI3W S310N30 |« « ¢ s

- Aﬁmﬁa 662 N

| [ )
PX— ) ww gog y 7 g 1
z % ERCRI NG B0 Plo a3
| N | o e == 7
oxys N Niviay 3hon3y A oanonas®
S ) \_/ kL I 3
i NILSIX3 \ ) ,ﬁ@
7/ %) x o
i oL 3L ¢ N S e
b Py ,.»\‘.\JL\.J\J\A\\Y :
_/_ Sngygs; %) 1 c,m vm, V&
: I @ IR
T~ : (! ¢
: %w\\ . \v M0y g
x RJ((MO e : t
3%, 0, K
~
S x eM : :
& ? 2
S * . w SNgmg m
’ Ww, M
X
: 3z =
* .Wm 3¢
\\M el
318 gl
g'¢

LI 06 +061 Ol 06 +6ll VIS -"I-

6 ALIS

|




cooe/81/el ah uo\.\NEuIm SNCRVEN u ONIYY3 1 IR 00011 = 31733
£07F0/770 "A3d NI 1714 $3l0N3a U2 03ZINYHOIW SILONIOQ [+ + + '+ =
62l ¥S Ly d 6 -

40 1SV3 0L 2 ¥S 40 LSV3 Woy4 g%
(86€GZ-) 106021I'8 1233rodd

ALNNOD OJINTNVd

SAVMHOIH 40 NOISIAID
NOILVLHOdSNVHL 40 1430 "I'N

IN

ol s

M/4 1.oon gy

MY Loon 85°0€ "151x3

[E]

0 03 ; -
LW 9o, ’

R j i
| |

Hlynuy L

dHS¥G 173 4 ]

LH¥N3AGT {

nsz i

!

——— !

e

HIYMHD LSI00HL3k 0
T,

)

L

~.

J

r

LT 06+661 OL 0Z+1g1 "V.IS -"1-

01T HILIS




Jm@om«w_q\m_ o v\NEuIm ONYTILIM / INIYY31D R 000131 = 3WC

€Q/r0/F0 "A33 NI 1714 S3loN3g A2 O3ZINYHIIW SILONIA | =+ " "« Se———

621l YS | 53

40 15v3 0L L2l ¥S 40 1SVI WNOY mmruz
(86£S2-4) 1060LI'8 123r0yd

ALNNOD OJINMWVd

SAVMHOIH 40 NOISIAIQ
ZO_H<HmOn_mZ<,n:. 40 "1d30 "O'N

x

[ T 158 79 SS on 1 - T T

_— — M/Y (00N 8b°OF “1SIX3 A |—|

N
EN
+
Q
Q

00+52/

LT ® 1M 09+S8T OL SZ+¢¢1 VIS -"I- 1T @Em




Z002- 8172 Oh 9713315
CO/FO/E0 "ATY 9 .
62l HS k-

40 1Sv3 01 22l ¥S 40 LSV3 WOY4 G§
(g6€52-4) 1060418 1LO3rodd

ALNNOJ OJINVd

SAVMHOIH 40 NOISIAIQ
NOILV1H4O0dSNVYHl 40 "1d430 "I'N

<) AlS

*
N
\r‘

NN

—kEa

(]
3 i\wll\\
==\

INIYY31D

Q03ZINYHI3W S5310N3d

AONYTL3IM NI
NOILYAYIX3 S3ILON3A

H3LYM 33944NS
NI 1714 S310N3A

NI 71714 S310N30

LT ® Ld 02+ 28T Ol

SL+FPEL VLS 7I- €1 HLIS

i




00 \%

OUh Y 47¢

NCDOT Project .D. R-2539B
Pamlico County, NC

NC 55 from East of SR 1127 to
East of SR 1129

Prepared by: MA Engineering Consultants, Inc.
598 East Chatham Street, Suite 137
Cary, North Carolina 27511

July 1, 2002

NATURAL CHANNEL DESIGN

WEST FORK GOOSE CREEK TRIBUTARY
Right of Project Station -L- 136+90

The construction of the proposed project will require that a portion of West Fork Goose Creek

Tributary be relocated from Project Station -L- 136+73 RT. to Station 137+05 RT., some 41 ' m

(135°) in length. The proposed channel relocation is designed according to “natural channel”
design principles proposed by Dave Rosgen.

The drainage area is in Pamlico County and is rural with woods in nature. It is not expected to
be developed in the future. The stream was found to be intermittent in nature. Neuse River
Buffer Rule will be applied for the stream. : :

There are no hydraulic gage data available neither on this stream nor on nearby streams. Current
discharges were estimated using NCDOT procedures for rural watersheds. :

Existing Channel

The natural skew angle for the stream crossing is about 50 degree. Most of the natural channel
along this reach has been extensively channelized and straightened in the past as the result of the
90-degree box culvert crossing. Most of the floodplain vegetation on the north side has been
removed to accommodate the existing roadway embankment. The current channel is parallel to
the roadway and has a bottom of silt. The entire channel (from Station -L- 136+72 RT to Station
137+05 RT) was surveyed in detail for the purpose of channel classification, and was found to be
an E6 type of stream according to the Rosgen classification scheme.
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Reference Reach

Because of the altered state of the existing channel, a “reference reach” of this stream was also
surveyed in order to classify its unaltered natural condition. The selected reach is located some
42 m (138’) upstream of the NC 55 crossing. A 66 m (217’) long reach was surveyed in detail.

A downstream reach was not selected for the following reasons:

1. The distance from the existing box culvert to the confluence with West Fork Goose
Creek is only 60m (197°). The backwater effect of the creek has significant impact
on the reach.

2. There is an abandoned railroad embankment across the channel and entire floodplain.
It has impact on the natural condition of the reach.

The upstream reach was selected because it is natural and has no impact of human activities for
the entire floodplain. It has about the same drainage area as the existing channel site.

Analysis of reference reach’s data lead to a stream classification of E6. This portion of channel
has a silt bed. Water depth at riffle and pool were about 0.04 m (0.13”) and 0.14 m (0.46"),
respectively.

Proposed Channel

The proposed channel design has an E6 classification. Design data is given in the attached data
table along with existing reach and reference reach data. Channel gradient is controlled by the
proposed 1.8m x 1.2m (6’ x 4’) reinforced concrete box culvert extension downstream and by the
natural channel tie-in upstream. Channel sinuosity closely matches that of the reference reach.
Mean “bankfull” depth was set at 0.26 m (0.85’) close to the measured depth of 0.25 m (0.82")
for the reference reaches. This gives a maximum bankfull depth of 0.37 m (1.21°). Above
bankfull depth, it is proposed to excavate a flood plain on both sides of meander bend, resulting
in approximately an 11.4 m (37°) wide flood plain (including the channel). The floodplain width
for the reference reach is about 12 m (39°).

It is believed that by forming a floodplain above bankfull depth channel stability will be
enhanced by reducing velocities for those discharges above the bankfull discharge. This should
lead to a more stable channel during the stream form and fluvial processes. It is anticipated that
the proposed channel will have a silt bottom. Pool depths of 0.1 m (0.3”) are proposed at outside
bends of meanders. This is the average depth of pools in the reference reach.

Proposed channel stabilization is shown on the attached detail sheet. It is anticipated that
channel banks will be planted with native trees and shrubs above bankfull depth.
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The existing drainage area is rural with woods in nature. The only land-disturbing activities may
be the agricultural practices near the boundary of the watershed. Very thick and tall
vegetation/brush were found along both sides of the stream in the wooded area. They were
functioning as natural sediment control filters. During field study, the water in the stream was
clean and clear. No visible suspended sediment or clogging of the stream was found. This
indicated that reduction of in-stream photosynthesis due to suspended sediment was not likely.
The W/D ratio of the reference stream indicated that shear stress was not concentrated near the
bank region and the bank erosion was not accelerated. Observed vegetation in the channel and
lichens on the streambed also indicated that the bank was stable. The increase in sediment supply
to the channel developing from bank erosion and gradually losing its capability to transport
sediment was not likely for the stream.

Proposed land use is rural in natural and no development is expected in the future. Impervious

area and land-disturbing activities due to farming will not be increased. Thus, the discharge and

the sediment input will not be increased. Neuse River Buffer Rule will be applied and all storm
drain outlets will be outside the buffer for filtration. Therefore, the potential sediment transport
to the stream will be minimized in the future.

The existing stream bed material for the reference reach is silt with uniform size throughout the

whole reach. No gravel or pebble was found. Therefore, a pebble count was not fea31ble The
proposed channel relocatlon is only 41m (135°) with 0.34% slope.

) ) Y A .-
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Appendix B Morphological Measurement Table

Variables Existing Channel | Proposed Reach USGS Station Reference Reach
1. Stream type Intermittent Intermittent Intermittent
2. Drainage area 109 Ac 109 Ac 109 Ac
3. Bankfull width 3.6’ 7.8 7.9
4. Bankfull mean depth 1.3 0.9’ 0.8
5. Width/depth ratio 2.80 9.20 9.50
6. _Bankfull cross-sectional area 4.6t 6.6 ff* 6.6 f*
7. Bankfull mean velocity 4.1 ft/s 2.1 ft/s 3.3 ft/s
8. Bankfull discharge, cfs 24.7 cfs 24.7 cfs 24.7 cfs
9. Bankfull max depth 1.7’ 1.2’ 1.2’
10. Width of flood prone area 69’ 37 39
11. Entrenchment ratio 19.0 4.8 5.0
12. Meander length 131 131 137
13. Ratio of meander length to bankfull width 36.4 16.8 16.7
14. Radius of curvature 26’ 26’ 26'
15. Ratio of radius of curvature to bankfull width 7.3 3.4 3.3
16. Belt width 36’ 41 41
17. Meander width ratio 9.1 4.2 4.2
18. Sinuosity (stream _length/valley length) 1.09 1.14 1.15
19. Valley Slope 1.42 % 0.39 % 1.13 %
20. Average slope 1.30 % 0.34 % 0.98 %
21. Pool slope 1.30 % «0.30 % 0.98 %
22. Ratio of pool slope to average slope 1.0 1.0 1.0
23. Maximum pool depth 0.5 0.6’ 0.3
24. Ratio of pool depth to average bankfull depth 0.41 0.69‘ 0.40
25. Pool width 1.6° 3.0 4.4
26. Ratio of pool width to bankfull width 0.45 0.38 0.56
27. Pool to pool spacing 26’ 66’ 27
28. Ratio of pool to pool spacing to bankfull width 7.3 8.4 3.4
29. Ratio of lowest bank height to bankfull height 0.61 0.79 0.44

(or max bankfull depth)

NC DEPT. OF TRANSPORTATION
PAMLICO COUNTY
PROJECT: R-2539B
WEST FORK GOOSE CREEK TRIBUTARY
-L- 136+90 RT

SHEET 4 OF 5§

6-18-02
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R-2539B
Utility Relocations

Power

CP&L - Power poles located outside of the existing and/or proposed Rights of Way
(R/W) will largely remain in place. Poles inside the new R/W will be relocated to 0.3
meters (1 foot) outside the new R/W line. At the staged construction of the bridges over
Deep Run Creek and East Fork, Goose Creek, the power will temporarily relocate to the
north side of NC 55 during construction of the southern portion of the structures. The
power will return to the current alignment after construction.

No increase in capacity is expected at this time.

Tideland EMC - Tideland EMC does not have any facilities in conflict with proposed

construction in any of the environmentally sensitive areas. Poles will be relocated out of

the clear zone or outside the right of way.
No increase in capacity is expected at this time.

Telephone

There are copper and fiber optic telephone lines in the shoulders of the existing roadway.
These facilities are expected to relocate to the proposed shoulder or to the edge of the
proposed cut or fill slopes. Wetlands and buffer zones will be directionally bored with
conduit to avoid surface disruptions.

No increase in capacity is expected at this time.

Water -

There is an eight in water main the length of the project. The water main will be
relocated within the permitted footprint of the roadway work. Stream and wetland
crossings will be directionally bored to avoid surface disruptions.

No increase in capacity is expected at this time.

Sewer

There is an existing sewer from Bennett Tingle Road to the end of the project. This
design was coordinated with NCDOT and should not require relocation. If the sewer
requires replacement, it will be replaced within the footprint of the roadway project.
No increase in capacity is expected at this time.
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